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	Reason for change:
	In the current TTCN implementation of function f_TC_7_1_1_3_8_EUTRA_Common , following is called :
f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);//@sic R5s211385 sic@
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);//@sic R5s211385 sic@

Later in this function following is also called :
f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);

Since test mode is set to TESTMode_OFF, no Actiavate RB Test Mode will happen, and no Close UE Test Loop procedure will be executed.

Thus, it does not make sense to call the function to Open UE Test Loop.
This needs to be corrected.

	
	

	Summary of change:
	Remove the function to open UE test loop mode.

	
	

	Consequences if not approved:
	A conformant UE will fail the test case.
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	Function name
	f_TC_7_1_1_3_8_EUTRA_Common()

	Reason for change
	In the current TTCN implementation of function f_TC_7_1_1_3_8_EUTRA_Common , following is called :
f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);//@sic R5s211385 sic@
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);//@sic R5s211385 sic@

Later in this function following is also called :
f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);

Since test mode is set to TESTMode_OFF, no Actiavate RB Test Mode will happen, and no Close UE Test Loop procedure will be executed.

Thus, it does not make sense to call the function to Open UE Test Loop.
This needs to be corrected.

	Summary of change
	Remove the function to Open UE test loop mode.

	TTCN module
	MAC_CA_ENDC_EUTRA.ttcn

	MCC160 Comment
	Accepted


Before change:
function f_TC_7_1_1_3_8_EUTRA_Common() runs on EUTRA_5GS_PTC 
{
    // UE power headroom reporting / SCell activation / DL pathloss change reporting
    var template (omit) octetstring v_NR_SCGConfig := omit;
    f_EUTRA38_Init_CA(EN_DC, c1);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE into RRC Connected
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);//@sic R5s211385 sic@
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);//@sic R5s211385 sic@
    
    f_EUTRA_TestBody_Set(true);
    // Send trigger to NR to test on SCG bearer
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    // is this to be done in the preamble and test body is empty ?
     //@siclog "Steps 1&2" siclog@
    
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);
    
   //@siclog "Steps 4-5" siclog@
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);

     //@siclog "Steps 21&22" siclog@
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);

    // Test body now finished
    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);
    f_EUTRA38_ENDC_Postamble(eutra_Cell1, E2_CONNECTED);
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }

After change:
function f_TC_7_1_1_3_8_EUTRA_Common() runs on EUTRA_5GS_PTC {
    // UE power headroom reporting / SCell activation / DL pathloss change reporting
    var template (omit) octetstring v_NR_SCGConfig := omit;
    f_EUTRA38_Init_CA(EN_DC, c1);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    //Preamble to enter UE into RRC Connected
    f_EUTRA38_ENDC_Preamble (eutra_Cell1, TESTMode_OFF, MCG_Only, RRC_IDLE);//@sic R5s211385 sic@
    
    f_EUTRA38_ENDC_ConfigAM_UM (eutra_Cell1, 1, 0, TESTMode_OFF, -, -);//@sic R5s211385 sic@
    
    f_EUTRA_TestBody_Set(true);
    // Send trigger to NR to test on SCG bearer
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    // is this to be done in the preamble and test body is empty ?
     //@siclog "Steps 1&2" siclog@
    
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);
    
   //@siclog "Steps 4-5" siclog@
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);

     //@siclog "Steps 21&22" siclog@
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");

    f_EUTRA38_508_ENDC_SendReconfiguration( eutra_Cell1, -, -, v_NR_SCGConfig, -, -, omit);

    // Test body now finished
    f_EUTRA_NR_WaitForCoOrd_Trigger(NR);
    f_EUTRA_TestBody_Set(false);
    
    //f_EUTRA_OpenUE_TestLoopMode_Deactivate_TestMode (eutra_Cell1);  //### Remove the function to open UE test loop mode
    f_EUTRA38_ENDC_Postamble(eutra_Cell1, E2_CONNECTED);
    // If finishing in E2_CONNECTED, need to wait until connection released before taking down the NR cell!
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger("Postamble"));
  }
 
