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1. [bookmark: _Toc100311879]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc100311880]Change 1
	Function name
	f_GetDNNStringFromPICS

	Reason for change
	If the pixit pc_APN_Default_Configuration is configured with value “None”, then it can cause a runtime error in function f_NR5GC_RRC_Idle_Extension_Steps1_7, because f_GetDefaultAPN_DNNType_FromPICS return PDN type “None”
For that function f_GetDNNStringFromPICS return not initialized v_DNN which cause 

	Summary of change
	Update function that also for PDN type None DNN will be set to pc_APN_ID_Internet

	TTCN module
	NAS_AuxiliaryDefsAndFunctions.ttcn

	MCC160 Comment
	Alternative solution implemented: Raise a Fatal Error before this function can return with an uninitialized value; and hardcode the value used in f_NR5GC_RRC_Idle_Extension_Steps1_7 to Internet_DNN according to the note in step 1a1 of table 4.5.2.2-4.



Before Change
	  function f_GetDNNStringFromPICS(PDU_PDN_DNN_Type p_PDUType) return charstring
  {
    var charstring v_DNN;
    
    select (p_PDUType) {
      case (Internet_DNN) {
        v_DNN := pc_APN_ID_Internet;
      }
      case (IMS_DNN) {
        v_DNN := pc_APN_ID_IMS;
      }
      case (URLLC_DNN) {
        v_DNN := pc_APN_ID_URLLC;
      }
      case (MIOT_DNN) {
        v_DNN := pc_APN_ID_MIOT;
      }
      case (V2X_DNN) {
        v_DNN := pc_APN_ID_V2X;
      }
    }
    return v_DNN;
  }



After Change
	  function f_GetDNNStringFromPICS(PDU_PDN_DNN_Type p_PDUType) return charstring
  {
    var charstring v_DNN;
    
    select (p_PDUType) {
      case (Internet_DNN, None) { 
        v_DNN := pc_APN_ID_Internet;
      }
      case (IMS_DNN) {
        v_DNN := pc_APN_ID_IMS;
      }
      case (URLLC_DNN) {
        v_DNN := pc_APN_ID_URLLC;
      }
      case (MIOT_DNN) {
        v_DNN := pc_APN_ID_MIOT;
      }
      case (V2X_DNN) {
        v_DNN := pc_APN_ID_V2X;
      }
    }
    return v_DNN;
  }



