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1.1 [bookmark: _Toc106805852]Correction to the function f_NR5GC_RRC_ProcedureDelayReestablishment
	Function name
	f_NR5GC_RRC_ProcedureDelayReestablishment

	Reason for change
	In the current TTCN implementation of function : f_NR5GC_RRC_ProcedureDelayReestablishment

When UE initiates RACH procedure to send the Reestablishment Complete , “repeat” is missing inside the alt block which results in the failure : Unexpected Rrc Pdu received

	Summary of change
	Repeat has to be called on the reception of Preamble Ind , so that reestablishment complete message gets received inside alt block

	TTCN module
	NR5GC_Handover.ttcn

	MCC160 Comment
	Accepted



Before Change:
	function f_NR5GC_RRC_ProcedureDelayReestablishment(NR_CellId_Type                        p_NR_CellId,
                                                     template (value) NR_SRB_COMMON_REQ    p_SRB_COMMON_REQ,
                                                     template (present) NR_SRB_COMMON_IND  p_SRB_COMMON_IND,
                                                     integer                               p_Nms,
                                                     charstring                            p_TestcaseStep
                                                    ) runs on NR_BASE_PTC return NR_SRB_COMMON_IND
  {
     << SKIPPED CODE >>
        /* UE initiates RACH procedure */
        [] SYSIND.receive(car_NR_PRACH_Preamble_IND(?, cr_TimingInfo_Any, ?)) {
            f_NR_SS_SystemIndCtrlConfig(p_NR_CellId, cds_NR_SystemIndCtrl_RachPreamble(disable), -, tsc_NoCnfReq);  // @sic R5s220683 sic@
            v_RACH_ProcedureStarted := true;
        }
        [] SRB.receive(p_SRB_COMMON_IND) -> value v_ReceivedNR_SRB_COMMON_IND {
            v_T4 := v_ReceivedNR_SRB_COMMON_IND.Common.TimingInfo.SubFrame;
            v_T4Flag := true;
            t_Watchdog.stop;
        }
        [] t_Watchdog.timeout {  /* timeout => after T5 */
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestcaseStep & "t_Watchdog timeout");
        }
     << SKIPPED CODE >>

    }



After Change:
	    function f_NR5GC_RRC_ProcedureDelayReestablishment(NR_CellId_Type                        p_NR_CellId,
                                                     template (value) NR_SRB_COMMON_REQ    p_SRB_COMMON_REQ,
                                                     template (present) NR_SRB_COMMON_IND  p_SRB_COMMON_IND,
                                                     integer                               p_Nms,
                                                     charstring                            p_TestcaseStep
                                                    ) runs on NR_BASE_PTC return NR_SRB_COMMON_IND
  {
    << SKIPPED CODE >>
        /* UE initiates RACH procedure */
        [] SYSIND.receive(car_NR_PRACH_Preamble_IND(?, cr_TimingInfo_Any, ?)) {
            f_NR_SS_SystemIndCtrlConfig(p_NR_CellId, cds_NR_SystemIndCtrl_RachPreamble(disable), -, tsc_NoCnfReq);  // @sic R5s220683 sic@
            v_RACH_ProcedureStarted := true;
            repeat; //WA#WI=977601
        }
        [] SRB.receive(p_SRB_COMMON_IND) -> value v_ReceivedNR_SRB_COMMON_IND {
            v_T4 := v_ReceivedNR_SRB_COMMON_IND.Common.TimingInfo.SubFrame;
            v_T4Flag := true;
            t_Watchdog.stop;
        }
        [] t_Watchdog.timeout {  /* timeout => after T5 */
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, p_TestcaseStep & "t_Watchdog timeout");
        }
<< SKIPPED CODE >>

    }



