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	Reason for change:
	During video conference test cases where f_IMS_ConferenceCreation_NR5GC_A_25_Steps1_9 function is used. It is setting the wrong codecs expected in the SDP answer.

This will cause the test case to mismatch and fail.

	
	

	Summary of change:
	Changed to the correct audio and video codecs for SDP answer.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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	Function name
	f_IMS_ConferenceCreation_NR5GC_A_25_Steps1_9

	Reason for change
	A UE behaving as expected not containig “precondition” tag may not include Supported header. Current implementation is checking directly contents of “Supported” header when it should check before if “Supported” header is present itself.

	Summary of change
	Implemented statement to check first if supported header is present.

	TTCN module
	IMS\NR5GC_8\IMS_NR5GC_SupplementaryServiceTestcases.ttcn

	MCC160 Comment
	Accepted



Before Change:
	<<SKIPPED CODE>>
    // step 2 - 7
    v_InitialSdpAnswer := f_IMS_BuildSDP_InitialAnswerAudioVideo_TX(SetupVideoCall, v_InviteRequestWithSdp.SdpOffer, AMR_16000, H264_90000);
    v_UpdatedSdpOffer := f_IMS_BuildSDP_UpdatedOfferAudioVideo_RX(SetupVideoCall, v_InviteRequestWithSdp.SdpOffer, EVS_16000, H265_90000);
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step2_7(IPCAN_MO_VideoCall, v_InviteRequestWithSdp, p_TemporaryConferenceUri, v_AdditionalContactParams, v_InitialSdpAnswer, v_UpdatedSdpOffer, CONFERENCE_CALL, p_RadioBearersEstablished, v_EarlyQosConfirmation);
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
    // step 2 - 7
    v_InitialSdpAnswer := f_IMS_BuildSDP_InitialAnswerAudioVideo_TX(SetupVideoCall, v_InviteRequestWithSdp.SdpOffer, EVS_16000, H265_90000);
    v_UpdatedSdpOffer := f_IMS_BuildSDP_UpdatedOfferAudioVideo_RX(SetupVideoCall, v_InviteRequestWithSdp.SdpOffer, EVS_16000, H265_90000);
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step2_7(IPCAN_MO_VideoCall, v_InviteRequestWithSdp, p_TemporaryConferenceUri, v_AdditionalContactParams, v_InitialSdpAnswer, v_UpdatedSdpOffer, CONFERENCE_CALL, p_RadioBearersEstablished, v_EarlyQosConfirmation);
<<SKIPPED CODE>>





