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[Start of change]
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932]4.1	Protocol conformance test cases applicability
[Skip unchanged text]
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.1.6.2
	Inter-RAT MDT
	
	
	

	8.1.6.2.1
	Inter-RAT MDT / Immediate MDT / Periodic reporting of E-UTRAN/ Location information
	Rel-16
	C143
	UEs supporting 5G Core and E-UTRA and standalone GNSS receiver to provide detailed location information

	8.1.6.2.2
	Inter-RAT MDT / Logged MDT / E-UTRA Inter-RAT measurement, logging and reporting
	Rel-16
	C144
	UEs supporting 5G Core and E-UTRA and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.2.3
	Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
	Rel-16
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.6.2.4
	Inter-RAT MDT / Connection Establishment Failure / Logging and reporting / Reporting of E-UTRA measurement
	Rel-16
	C32
	UEs supporting 5G Core and E-UTRA



Table 4.1-3b: Additional Information of Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	8.1.1
	
	
	
	

	8.1.1.1
	
	
	
	

	…
	
	
	
	

	8.1.6
	
	
	
	

	8.1.6.1
	
	
	
	

	8.1.6.1.3
	
	
	
	

	8.1.6.1.3.1
	
	
	If 8.1.6.1.3.5 is executed this test case is optional.
	

	8.1.6.2
	
	
	
	

	8.1.6.2.1
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.2
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.3
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.4
	
	
	
	Rel-15 E-UTRA

	8.2.1
	
	
	
	

	…
	
	
	
	

	Note 1:	Test cases 8.2.2.3.1 also verifies the core requirements covered by test case 8.2.2.1.1 but it is not applicable to all UE. Test case 8.2.2.3.2 and 8.2.2.1.2 are also in the same situation.
Note 2:	Only one among the three intra-frequency, inter-frequency and inter-band variants is required to be executed making sure all three variants are tested at least once across measurement events A3/A4/A5.
Note 3:	Only intra frequency among the three (intra-frequency, inter-frequency and inter-band) variants is required to be executed for measurement events A3/A4/A5 based on initial market requirements. May change in future similar to Note 2.
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