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<Start of modified section>

 8.1.6.1.3.6
Radio Link Failure / Random access problem
Skip unchanged
Table 8.1.6.1.3.6.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1-11
	Void
	
	
	
	

	12
	The SS is configured to ignore the preambles transmitted by the UE on PRACH.
	-
	-
	-
	-

	13
	The SS sends a PDCCH order with ra-PreambleIndex = '000000'B.
	-
	-
	-
	-

	14
	The UE transmits Preamble on PRACH preambleTransMax times.
	-
	-
	-
	-

	14A
	The SS is configured to reply the preambles transmitted by the UE on PRACH.
	
	
	
	

	15
	The UE transmits an RRCReestablishmentRequest message
	-->
	NR RRC: RRCReestablishmentRequest
	-
	-

	16
	The SS transmits an RRCReestablishment message.
	<--
	NR RRC: RRCReestablishment
	-
	-

	17
	The UE transmita an RRCReestablishmentComplete message.
	-->
	NR RRC: RRCReestablishmentComplete
	-
	-

	18
	The SS transmits an RRCReconfiguration message to establish SRB2 and DRB.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	19
	The UE transmits an RRCReconfigurationtComplete message.
	-->
	NR RRC: RRCReconfigurationtComplete
	-
	-

	20
	The SS transmits a UEInformationRequest message with rlf-ReportReq set to true.
	<--
	NR RRC: UEInformationRequest
	-
	-

	21
	Check: Does the UE transmit a UEInformationResponse message with rlf-Report included?
	-->
	NR RRC: UEInformationResponse
	2
	P


Skip unchanged
<End of modified section>
