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The structure of a service configuration document is specified in TS 24.484 [14] clause 8.4. Single MCVideo group configuration parameters are defined in TS 24.483 [13] clause 14.2.
Table 5.5.8.8-1: MCVideo Service Configuration Defaults
	Derivation Path: TS 24.484 [14], clause 9.4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	service configuration
	
	
	
	

	  domain attribute
	px_MCX_DomainName_Organization_A
	Mandatory attribute: domain name of the mission critical organization
	
	

	  Common
	
	
	
	

	    min-length-alias
	"2"
	Indicates minimum length of an alphanumeric identifier (i.e., alias)
	
	

	    broadcast-group
	
	
	
	

	      num-levels-group-hierarchy
	"1"
	Indicates the number of levels of group hierarchy for group-broadcast groups
	
	

	      num-levels-user-hierarchy
	"1"
	Indicates the number of levels of user hierarchy for user-broadcast groups
	
	

	  on-network
	
	
	
	

	    signalling-protection
	
	
	
	

	      confidentiality-protection
	"true"
	
	
	

	      integrity-protection
	"true"
	
	
	

	    protection-between-mcvideo-servers
	
	
	
	

	      allow-signalling-protection
	"true"
	
	
	

	      allow-transmission-control-protection
	"true"
	
	
	

	    emergency-resource-priority
	
	
	
	

	      resource-priority-namespace
	"mcpttp"
	
	RFC 8101
	

	      resource-priority-priority
	"7"
	
	RFC 8101
	

	    imminent-peril-resource-priority
	
	
	
	

	      resource-priority-namespace
	"mcpttp"
	
	RFC 8101
	

	      resource-priority-priority
	"4"
	
	RFC 8101
	

	    normal-resource-priority
	
	
	
	

	      resource-priority-namespace
	"mcpttp"
	
	RFC 8101
	

	      resource-priority-priority
	"0"
	
	RFC 8101
	

	  off-network
	
	
	
	

	    default-prose-per-packet-priority
	
	
	
	

	      mcvideo-private-call-signalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      mcvideo-private-call-media
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      mcvideo-emergency-private-call-signalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      mcvideo-emergency-private-call-media
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	    private-call
	
	
	
	

	      mcvideo-max-duration
	"600"
	Value in seconds
	TS 24.483 [13] clause 14.2.17
	

	    num-levels-priority-hierarchy
	"4"
	
	TS 24.483 [13] clause 14.2.18
	



