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	Reason for change:
	Test case 7.18, main difference with rest of NR IMS Call test cases which replies including EVS in SDP offer, needs to include AMR-WB codec.

With implementation of R5-217835 function  f_IMS_BuildSDP_InitialAnswerAudio_TX was splitted in two: one to be used with NR and the other case to be used in Legacy.

  f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX  (function to set intial answer for NR case) only contemplates the inclusion of EVS as initial SDP answer, this need to be change and AMRWB case must be added.

	
	

	Summary of change:
	Added AMR-WB case to be included in initial SDP answer.

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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0. [bookmark: _Toc90365846]Correction to function f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX
	Function name
	f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX

	Reason for change
	 f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX  (function to set intial answer for NR case) only contemplates the inclusion of EVS as initial SDP answer, this need to be change and AMRWB case must be added.

	Summary of change
	Added AMR-WB case to be included in initial SDP answer.

	TTCN module
	Common\IMS\IMS_SDP_Messages.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX(SDP_media_desc p_MediaDescription_Offer,
                                                             IMS_SDP_AudioCodec_Type p_AudioCodec,
                                                             charstring p_FmtAudio) return SDP_attribute_list
  {
    var template (omit) SDP_attribute_list v_SDP_MediaAttributes;
    var template (omit) SemicolonParam_List v_FmtpParameterList_Answer := omit;

    select (p_AudioCodec) {
      case (EVS_16000){
        v_FmtpParameterList_Answer := f_SDP_SelectedEVSCodecParameters_AnswerTX(p_MediaDescription_Offer);  // @sic R5s210606 sic@
        v_SDP_MediaAttributes := f_SDP_MediaAttributes_EVS_AudioDef(p_FmtAudio, valueof(v_FmtpParameterList_Answer));   // valueof to avoid compiler warning
      }
    }
    return valueof(v_SDP_MediaAttributes);
  }
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_IMS_SDP_AudioMediaAttributes_InitialAnswer5G_TX(SDP_media_desc p_MediaDescription_Offer,
                                                             IMS_SDP_AudioCodec_Type p_AudioCodec,
                                                             charstring p_FmtAudio) return SDP_attribute_list
  {
    var template (omit) SDP_attribute_list v_SDP_MediaAttributes;
    var template (omit) SemicolonParam_List v_FmtpParameterList_Answer := omit;

    select (p_AudioCodec) {
      case (EVS_16000){
        v_FmtpParameterList_Answer := f_SDP_SelectedEVSCodecParameters_AnswerTX(p_MediaDescription_Offer);  // @sic R5s210606 sic@
        v_SDP_MediaAttributes := f_SDP_MediaAttributes_EVS_AudioDef(p_FmtAudio, valueof(v_FmtpParameterList_Answer));   // valueof to avoid compiler warning
      }
      case (AMR_16000){                         
        v_SDP_MediaAttributes := f_SDP_MediaAttributes_AMR_WB_AudioDef(p_FmtAudio); 
      }              
    }
    return valueof(v_SDP_MediaAttributes);
  }
<<SKIPPED CODE>>





