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	At step20, TTCN is currently expecting the serving cell Id in logMeasInfoList to match cell 11. As per 38.523-1 8.1.6.1.2.1.3.3-5 it should be “same as cell 1”.
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1. [bookmark: _Toc122434485][bookmark: _Toc92309649]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com


1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc92309650]Corrections required
1.1 [bookmark: _Toc14250][bookmark: _Toc92309651]Change 1
	Function name
	f_TC_8_1_6_1_2_1_NR5GC() 

	Reason for change
	At step20, TTCN is currently expecting the serving cell Id in logMeasInfoList to match cell 11. As per 38.523-1 8.1.6.1.2.1.3.3-5 it should be “same as cell 1”.

	Summary of change
	Serving cell id list which contains Get PLMN Id, cell Id and tracking area Id for serving cell id list from cell 1 info for step 20.

	TTCN module
	RRC_MDT_IntraNR_Logged_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_8_1_6_1_2_1_NR5GC_TestBody() runs on NR5GC_PTC
{
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var PLMN_Identity v_PlmnID_NRCell1 := f_NR_CellInfo_GetPLMN (nr_Cell1);
var PLMN_Identity v_PlmnID_NRCell11 := f_NR_CellInfo_GetPLMN (nr_Cell11);
var CellIdentity v_CellIdentity_NRCell11 := f_NR_CellInfo_GetCellIdentity(nr_Cell11);
var TrackingAreaCode v_TAC_NRCell11 := f_NR_CellInfo_GetTAC (nr_Cell11);
var integer i;
var integer v_FieldCnt;
var LogMeasInfo_r16 v_LogMeasInfo_r16;
var template (present) MeasQuantityResults v_MeasQuantityResults;
var NR_SRB_COMMON_IND v_ReceivedAsp;
var AbsoluteTimeInfo_r16 v_AbsoluteTimeInfo_r16 := f_MDT_GetAbsolute_TimeStamp();
var GMM_MobilityInfo_Type v_GMM_MobilityInfo := f_NR5GC_MobileInfo_GetGMM_MobilityInfo();
//Set SS/PBCH EPRE levels acc. to row "T0" // KS_Changes
f_NR_SetCellPower (nr_Cell1, -78, -78); // Power levels on FR2 are FFS
f_NR_SetCellPower (nr_Cell11, -85, -85); // Power levels on FR2 are FFS
?,
omit,omit,omit
)))) -> value v_ReceivedAsp;

v_FieldCnt := lengthof(v_ReceivedAsp.Signalling.Rrc.Dcch.message_.messageClassExtension.c2.ueInformationResponse_r16.criticalExtensions.ueInformationResponse_r16.logMeasReport_r16.logMeasInfoList_r16);
if (v_FieldCnt < 2) {
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 20: Not enough LogMeasurementInfo entries")
}
for (i:=0; i
v_LogMeasInfo_r16 := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.messageClassExtension.c2.ueInformationResponse_r16.criticalExtensions.ueInformationResponse_r16.logMeasReport_r16.logMeasInfoList_r16[i];
if (not match(v_LogMeasInfo_r16, cr_LogMeasInfo_r16(-, cr_CGI_Info_Logging_r16(v_PlmnID_NRCell11, v_CellIdentity_NRCell11, v_TAC_NRCell11),
cr_MeasResultServCell_r16(v_MeasQuantityResults),
omit, omit)))
{
if (i == v_FieldCnt - 1) {
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 21: None of the LogMeasurementInfo matched the template");
}
}
else {
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 21");
break;
…………
}



After Change:
	function f_TC_8_1_6_1_2_1_NR5GC_TestBody() runs on NR5GC_PTC
{
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var PLMN_Identity v_PlmnID_NRCell1 := f_NR_CellInfo_GetPLMN (nr_Cell1);
//REMOVED var PLMN_Identity v_PlmnID_NRCell11 := f_NR_CellInfo_GetPLMN (nr_Cell11);
var CellIdentity v_CellIdentity_NRCell1 := f_NR_CellInfo_GetCellIdentity(nr_Cell1);
var TrackingAreaCode v_TAC_NRCell1 := f_NR_CellInfo_GetTAC (nr_Cell1);
var integer i;
var integer v_FieldCnt;
var LogMeasInfo_r16 v_LogMeasInfo_r16;
var template (present) MeasQuantityResults v_MeasQuantityResults;
var NR_SRB_COMMON_IND v_ReceivedAsp;
var AbsoluteTimeInfo_r16 v_AbsoluteTimeInfo_r16 := f_MDT_GetAbsolute_TimeStamp();
var GMM_MobilityInfo_Type v_GMM_MobilityInfo := f_NR5GC_MobileInfo_GetGMM_MobilityInfo();
//Set SS/PBCH EPRE levels acc. to row "T0" // KS_Changes
f_NR_SetCellPower (nr_Cell1, -78, -78); // Power levels on FR2 are FFS
f_NR_SetCellPower (nr_Cell11, -85, -85); // Power levels on FR2 are FFS
?,
omit,omit,omit
)))) -> value v_ReceivedAsp;

v_FieldCnt := lengthof(v_ReceivedAsp.Signalling.Rrc.Dcch.message_.messageClassExtension.c2.ueInformationResponse_r16.criticalExtensions.ueInformationResponse_r16.logMeasReport_r16.logMeasInfoList_r16);
if (v_FieldCnt < 2) {
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 20: Not enough LogMeasurementInfo entries")
}
for (i:=0; i
v_LogMeasInfo_r16 := v_ReceivedAsp.Signalling.Rrc.Dcch.message_.messageClassExtension.c2.ueInformationResponse_r16.criticalExtensions.ueInformationResponse_r16.logMeasReport_r16.logMeasInfoList_r16[i];
if (not match(v_LogMeasInfo_r16, cr_LogMeasInfo_r16(-, cr_CGI_Info_Logging_r16(v_PlmnID_NRCell1, v_CellIdentity_NRCell1, v_TAC_NRCell1),
cr_MeasResultServCell_r16(v_MeasQuantityResults),
omit, omit)))
{
if (i == v_FieldCnt - 1) {
f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 21: None of the LogMeasurementInfo matched the template");
}
}
else {
f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 21");
break;
…………
}




