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	Reason for change:
	As per 38.523-1 table 8.1.2.1.2.3.3-4, the step 2 Reconfiguration Complete “nonCriticalExtension” field is “not checked”. Current TTCN implementation will fail if the UE includes this.


	
	

	Summary of change:
	Changed the expected noncriticalExtension from omit to “AnyOrOmit” 

	
	

	Consequences if not approved:
	A conformant UE may fail this test case
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	8.1.2.1.2.NR5GC
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1. [bookmark: _Toc122434485][bookmark: _Toc92222474]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com


1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc92222475]Corrections required
1. [bookmark: _Toc90300864][bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666][bookmark: _Toc66864323]Change 1
	Function name
	Template cr_RRCReconfigurationCompleteIE_v1530_uplinkTxDirectCurrentList

	Reason for change
	As per 38.523-1 table 8.1.2.1.2.3.3-4, the step 2 Reconfiguration Complete “nonCriticalExtension” field is “not checked”. Current TTCN implementation will fail if the UE includes this.

	Summary of change
	Changed the noncriticalExtension value expectation from omit to “AnyOrOmit”

	TTCN module
	RRC_Reconfiguration_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	    template (present) RRCReconfigurationComplete cr_RRCReconfigurationCompleteIE_v1530_uplinkTxDirectCurrentList :=
  { /* @status    APPROVED (NR5GC) */
    rrc_TransactionIdentifier := ?,
    criticalExtensions := {
      rrcReconfigurationComplete := {
        lateNonCriticalExtension := *,
        nonCriticalExtension := {
          uplinkTxDirectCurrentList := {
             {servCellIndex := 0,
              uplinkDirectCurrentBWP := { cr_UplinkTxDirectCurrentBWP(tsc_NR_BWP_Id), cr_UplinkTxDirectCurrentBWP(tsc_NR_BWP_Id1) },
              uplinkDirectCurrentBWP_SUL := omit}
          },
          nonCriticalExtension := omit
         }
       }
     }
   };



After Change
	      template (present) RRCReconfigurationComplete cr_RRCReconfigurationCompleteIE_v1530_uplinkTxDirectCurrentList :=
  { /* @status    APPROVED (NR5GC) */
    rrc_TransactionIdentifier := ?,
    criticalExtensions := {
      rrcReconfigurationComplete := {
        lateNonCriticalExtension := *,
        nonCriticalExtension := {
          uplinkTxDirectCurrentList := {
             {servCellIndex := 0,
              uplinkDirectCurrentBWP := { cr_UplinkTxDirectCurrentBWP(tsc_NR_BWP_Id), cr_UplinkTxDirectCurrentBWP(tsc_NR_BWP_Id1) },
              uplinkDirectCurrentBWP_SUL := omit}
          },
          nonCriticalExtension := * 
         }
       }
     }
   };



