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	Reason for change:
	Some UEs that support MDT feature may set the rlf-InfoAvailable-r16 IE in nonCriticalExtension/ue-MeasurementsAvaialble-r16 as true in RRCReestablishmentCopmlete message when it has some RLF info available.
The current template for nonCriticalExtension in RRCReestablishmentComplete has the value set as omit, which contradicts with TS 38.508 table 4.6.1-11, which has the value as 'not checked':

–	RRCReestablishmentComplete
Table 4.6.1-11: RRCReestablishmentComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	




	
	

	Summary of change:
	Changed the default value for p_RRCReestablishmentComplete_v1610_IEs to ‘*’, so the nonCriticalExtension, when included by a UE, is allowed but not checked.

	
	

	Consequences if not approved:
	Some conformant Rel-16 UEs may fail test cases involving RRC reestablishment steps.
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1. [bookmark: _Toc122434485][bookmark: _Toc97666569]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc97666570]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc92910046][bookmark: _Toc97666571]Change 1
	Function name
	f_NR5GC_RRCReestablishment_Def

	Reason for change
	Some UEs that support MDT feature may set the rlf-InfoAvailable-r16 IE in nonCriticalExtension/ue-MeasurementsAvaialble-r16 as true in RRCReestablishmentCopmlete message when it has some RLF info available.
The current template for nonCriticalExtension in RRCReestablishmentComplete has the value set as omit, which contradicts with TS 38.508 table 4.6.1-11, which has the value as 'not checked':

[bookmark: _Toc21353741][bookmark: _Toc27749359]–	RRCReestablishmentComplete
Table 4.6.1-11: RRCReestablishmentComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	




	Summary of change
	Changed the default value for p_RRCReestablishmentComplete_v1610_IEs to ‘*’, so the nonCriticalExtension, when included by a UE, is allowed but not checked.

	TTCN module
	NR5GC_RRCSteps.ttcn

	MCC160 Comment
	



Before Change
	    function f_NR5GC_RRCReestablishment_Def(NR_CellId_Type            p_NR_SourceCellId,
                                          NR_CellId_Type            p_NR_TargetCellId,
                                          template(present) ReestablishmentCause p_ReestablishmentCause := handoverFailure,
                                          NextHopChainingCount      p_NextHopChainingCount := 0,
                                          template (omit) NR_SCellToAddModList_Type p_SCellConfig := omit,
                                          RNTI_Value                p_RNTI_Value :=  tsc_C_RNTI_Value4,
                                          template(omit) charstring p_VerdictMsg := omit,
                                          template(omit) SpCellConfig.rlf_TimersAndConstants p_RlfTimersAndConstants := omit,
                                          template RRCReestablishmentComplete_v1610_IEs p_RRCReestablishmentComplete_v1610_IEs := omit,
                                          boolean p_ReceiveForRRCreconfigurationComplete := true
                                         ) runs on NR5GC_PTC
  { //@sic R5-206369 sic@

    //Steps 1-2
    f_NR5GC_RRCReestablishment_Steps1To2(p_NR_SourceCellId, p_NR_TargetCellId, p_ReestablishmentCause, p_RNTI_Value, p_VerdictMsg);  //@sic R5-211391 sic@
    
    //Steps 3-7
    f_NR5GC_RRCReestablishment_Steps3To7(p_NR_SourceCellId, p_NR_TargetCellId, p_NextHopChainingCount, -, p_RRCReestablishmentComplete_v1610_IEs);

    //Steps 8-13
    //p_SCellConfig is used only to send RRCReconfiguration to UE - The SCell in SS shall already be configured
    f_NR5GC_RRCReestablishment_Steps8To13(p_NR_SourceCellId, p_NR_TargetCellId, p_SCellConfig, p_RlfTimersAndConstants, -, p_ReceiveForRRCreconfigurationComplete);
  }




After Change
	    function f_NR5GC_RRCReestablishment_Def(NR_CellId_Type            p_NR_SourceCellId,
                                          NR_CellId_Type            p_NR_TargetCellId,
                                          template(present) ReestablishmentCause p_ReestablishmentCause := handoverFailure,
                                          NextHopChainingCount      p_NextHopChainingCount := 0,
                                          template (omit) NR_SCellToAddModList_Type p_SCellConfig := omit,
                                          RNTI_Value                p_RNTI_Value :=  tsc_C_RNTI_Value4,
                                          template(omit) charstring p_VerdictMsg := omit,
                                          template(omit) SpCellConfig.rlf_TimersAndConstants p_RlfTimersAndConstants := omit,
                                          template RRCReestablishmentComplete_v1610_IEs p_RRCReestablishmentComplete_v1610_IEs := *, 
                                          boolean p_ReceiveForRRCreconfigurationComplete := true
                                         ) runs on NR5GC_PTC
  { //@sic R5-206369 sic@

    //Steps 1-2
    f_NR5GC_RRCReestablishment_Steps1To2(p_NR_SourceCellId, p_NR_TargetCellId, p_ReestablishmentCause, p_RNTI_Value, p_VerdictMsg);  //@sic R5-211391 sic@
    
    //Steps 3-7
    f_NR5GC_RRCReestablishment_Steps3To7(p_NR_SourceCellId, p_NR_TargetCellId, p_NextHopChainingCount, -, p_RRCReestablishmentComplete_v1610_IEs);

    //Steps 8-13
    //p_SCellConfig is used only to send RRCReconfiguration to UE - The SCell in SS shall already be configured
    f_NR5GC_RRCReestablishment_Steps8To13(p_NR_SourceCellId, p_NR_TargetCellId, p_SCellConfig, p_RlfTimersAndConstants, -, p_ReceiveForRRCreconfigurationComplete);
  }



