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	Reason for change:
	The PDU session ID included in PDU SESSION AUTHENTICATION COMMAND at step 1 may not match the id of the PDU session  established at step 0, because there is a hardcoded index of 1 used when retrieving the 5GSM mobility information.

	
	

	Summary of change:
	Replace [1] with the index of the last PDU session created.
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	A conformant UE may fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc94875148]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com


1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc94875149]Corrections required
1. [bookmark: _Toc14250][bookmark: _Toc94875150]Change 1
	Function name
	fl_TC_10_1_1_2_Body()

	Reason for change
	The PDU session ID included in PDU SESSION AUTHENTICATION COMMAND at step 1 may not match the id of the PDU session  established at step 0, because there is a hardcoded index of 1 used when retrieving the 5GSM mobilitiy information.

	Summary of change
	Replace [1] with the index of the last PDU session created 

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_10_1_1_2_Body() runs on NR5GC_PTC
{
……………….

    //@siclog "Steps 0A - 0B" siclog@
    f_NR5GC_TriggerSinglePDUSession(v_NGC_NASCellA, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, tsc_RandomAPN); // @sic R5-203785, Rs201230, R5s210148 sic@
    
    v_PDUSessionInfoList := f_NR5GC_MobileInfo_GetSessionInfoList();
    v_GSM_MobilityInfo := v_PDUSessionInfoList[1];

    //@siclog "Steps 1 - 2" siclog@
    //Send PDU Session Authentication Command and receive PDU Session Authentication Complete
    f_PDUSessionAuthentication( v_NGC_NASCellA, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB2); // @sic R5s20956 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

………………
}








After Change:
	function fl_TC_10_1_1_2_Body() runs on NR5GC_PTC
{
…………………

    //@siclog "Steps 0A - 0B" siclog@
    f_NR5GC_TriggerSinglePDUSession(v_NGC_NASCellA, f_NR5GC_MobileInfo_GetNoOfSessions()+1, -, tsc_RandomAPN); // @sic R5-203785, Rs201230, R5s210148 sic@
    
    v_PDUSessionInfoList := f_NR5GC_MobileInfo_GetSessionInfoList();
    v_GSM_MobilityInfo := v_PDUSessionInfoList[f_NR5GC_MobileInfo_GetNoOfSessions()-1];

    //@siclog "Steps 1 - 2" siclog@
    //Send PDU Session Authentication Command and receive PDU Session Authentication Complete
    f_PDUSessionAuthentication( v_NGC_NASCellA, v_SecurityParams, v_GSM_MobilityInfo, v_PLMN, tsc_NR_RbId_SRB2); // @sic R5s20956 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 2");

…………………………
}




