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	Reason for change:
	With the current PDSCH Time Domain resource allocation, with K0 value 1 and SLIV 27, there may be an overlap between PDCCH and PDSCH symbols, which would cause interference and may subsequently cause the UE to not decode the DL PDUs (DATA or RLC ACK) resulting in test case failure.


	
	

	Summary of change:
	Changed the SLIV to 53 (S=2, L=12)

Note : An associated prose CR R5-222749 is raised at RAN5#95

	
	

	Consequences if not approved:
	A conformant UE can fail these test cases
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1. [bookmark: _Toc122434485][bookmark: _Toc101964495]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc101964496]Corrections required

1.1 [bookmark: _Toc101964497]Change 1
	Function name
	Template cs_NR_PDSCH_TimeDomainResourceAllocationList_71142x

	Reason for change
	With the current PDSCH Time Domain resource allocation, with K0 value 1 and SLIV 27, there may be an overlap between PDCCH and PDSCH symbols, which would cause interference and may subsequently cause the UE to not decode the DL PDUs (DATA or RLC ACK) resulting in test case failure.

	Summary of change
	Changed the SLIV to 53 (S=2, L=12)

Note : An associated prose CR R5-222749 is raised at RAN5#95

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



Before Change:
	  template (value) PDSCH_TimeDomainResourceAllocationList cs_NR_PDSCH_TimeDomainResourceAllocationList_71142x :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    // Acc to 38.523-1 Table 7.1.1.4.1.0-1: PDSCH-TimeDomainResourceAllocationList
    //@sic R5-190677 sic@
    cs_NR_PDSCH_TimeDomainResourceAllocation(omit, typeA, 53),    // S=2, L=12
    cs_NR_PDSCH_TimeDomainResourceAllocation(1, typeA, 27)   // K0=1, S=0, L=14
    //@sic R5s211325 sic@
  };





After Change:
	    template (value) PDSCH_TimeDomainResourceAllocationList cs_NR_PDSCH_TimeDomainResourceAllocationList_71142x :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    // Acc to 38.523-1 Table 7.1.1.4.1.0-1: PDSCH-TimeDomainResourceAllocationList
    //@sic R5-190677 sic@
    cs_NR_PDSCH_TimeDomainResourceAllocation(omit, typeA, 53),    // S=2, L=12
    cs_NR_PDSCH_TimeDomainResourceAllocation(1, typeA, 53)   // K0=1, S=0, L=14
    //@sic R5s211325 sic@
  };




