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1. [bookmark: _Toc97914584][bookmark: _Toc106603895]Corrections required
1. [bookmark: _Toc106603896]Change 1
	[bookmark: _Hlk98158678]Function name
	 f_TC_7_1_1_4_2_x_DCI0_0_NR_TestBody

	Reason for change
	The TTCN CR R5s220558 has beem accepted but incorrectly implemented in D22wk23. R5s220558 set the v_Max_Imcs to 28 and not changing NPRB in cs_NR_FreqDomainResourceAssignmentDL_Explicit

	Summary of change
	Correct the values according to the R5s220558 v_Max_Imcs to 28 and in template cs_NR_FreqDomainResourceAssignmentDL_Explicit use v_Max_nPRB instead of 28

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



Before Change
	  function f_TC_7_1_1_4_2_x_DCI0_0_NR_TestBody(DRB_Identity p_NR_DRB_Id,
                                               template (value) NR_TBS_CalculationParameters_Type p_CalculationParameters,
                                               integer p_Max_Imcs := 28, //@sic R5s201144sic@
                                               boolean p_TransformPrecoder := false) runs on NR_BASE_PTC
  { /* L2/MAC/7.1
     * 7.1.1.4.2.x: UL-SCH Transport Block Size selection
     */
    var integer v_TBSize:=0;    // transport block size in bits
    var integer v_I_MCS:=0;     // Modulation and Coding Scehme Index
    var integer v_N_PRB:=1;     // Number of physical resource Blocks
    var integer v_Max_nPRB := f_NR_CellInfo_GetCarrierBandwidth_DL(nr_Cell1);     // to store the max allowed PRB resources that can be allocated
    var integer v_TDRA ; // Time Domain resource allocation
    var NR_PDCP_SDUList_Type v_NR_PDCP_SDUList := {''O};
    var SubcarrierSpacing v_SCS := f_NR_CellInfo_GetSCS(nr_Cell1);
    var IntegerList_Type v_NoOfSymbols := {4,14};
    var integer v_Max_Imcs :=p_Max_Imcs;//@sic R5s201144sic@
    var SubFrameNumber_Type v_SF := 2; //@sic R5s210884 sic@
    var default v_IgnoreNRSR:= null;
    //var integer v_NumSR_Rcvd :=0; //@sic R5s220320 sic@
    timer t_Watchdog := 12.0;
    if (v_SCS ==kHz30) {v_SF:= 1;}

    
    // Configure SS for DL grant for Max TB size
    f_NR_DLGrantConfiguration(nr_Cell1,
                              cs_TimingInfo_SubFrame(v_SF),//@sic R5s210884 sic@
                              resourceAllocationType1,
                              cs_NR_FreqDomainResourceAssignmentDL_Explicit(0, 28),//@sic R5s220558 sic@
                              int2bit(1, 4), //@sic R5s211325 sic@
                              cs_NR_TransportBlockRetransmissionList_Def(v_Max_Imcs),
                              -, -,
                              cs_NR_DciFormat_1_0_Params(v_SCS));  /* @sic R5s190442: v_SCS sic@ */
    
    
    //Steps 1 to 5 are repeated for values of nPRB  from 1 to v_Max_nPRB and iMCS from 0 to 28, time domain resource allocation v_TDRA 0..1
    
    //f_NR_ConfigureULGrant_MaxTBSupported();



After Change
	  function f_TC_7_1_1_4_2_x_DCI0_0_NR_TestBody(DRB_Identity p_NR_DRB_Id,
                                               template (value) NR_TBS_CalculationParameters_Type p_CalculationParameters,
                                               integer p_Max_Imcs := 28, //@sic R5s201144sic@
                                               boolean p_TransformPrecoder := false) runs on NR_BASE_PTC
  { /* L2/MAC/7.1
     * 7.1.1.4.2.x: UL-SCH Transport Block Size selection
     */
    var integer v_TBSize:=0;    // transport block size in bits
    var integer v_I_MCS:=0;     // Modulation and Coding Scehme Index
    var integer v_N_PRB:=1;     // Number of physical resource Blocks
    var integer v_Max_nPRB := f_NR_CellInfo_GetCarrierBandwidth_DL(nr_Cell1);     // to store the max allowed PRB resources that can be allocated
    var integer v_TDRA ; // Time Domain resource allocation
    var NR_PDCP_SDUList_Type v_NR_PDCP_SDUList := {''O};
    var SubcarrierSpacing v_SCS := f_NR_CellInfo_GetSCS(nr_Cell1);
    var IntegerList_Type v_NoOfSymbols := {4,14};
    var integer v_Max_Imcs :=p_Max_Imcs;//@sic R5s201144sic@
    var SubFrameNumber_Type v_SF := 2; //@sic R5s210884 sic@
    var default v_IgnoreNRSR:= null;
    //var integer v_NumSR_Rcvd :=0; //@sic R5s220320 sic@
    timer t_Watchdog := 12.0;
    if (v_SCS ==kHz30) {v_SF:= 1;}

    
    // Configure SS for DL grant for Max TB size
    f_NR_DLGrantConfiguration(nr_Cell1,
                              cs_TimingInfo_SubFrame(v_SF),//@sic R5s210884 sic@
                              resourceAllocationType1,
                              cs_NR_FreqDomainResourceAssignmentDL_Explicit(0, v_Max_nPRB),//@sic R5s220558 sic@
                              int2bit(1, 4), //@sic R5s211325 sic@
                              cs_NR_TransportBlockRetransmissionList_Def(28),        
                              -, -,
                              cs_NR_DciFormat_1_0_Params(v_SCS));  /* @sic R5s190442: v_SCS sic@ */
    
    
    //Steps 1 to 5 are repeated for values of nPRB  from 1 to v_Max_nPRB and iMCS from 0 to 28, time domain resource allocation v_TDRA 0..1
    
    //f_NR_ConfigureULGrant_MaxTBSupported();




