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	Reason for change:
	1. Following implementation of R5-223437, the test case is modified to use access category 7 instead of access category 2 to validate TP1. As a result of this the UE will use service type 0001 (=MO-Data) insread of 0101 (=high priority access) in SERVICE REQUEST at steps 1E-1I

2. Due to extra steps and timers added by R5-223437, the current guard timer of 300s may not  be sufficient to complete execution.


	
	

	Summary of change:
	1. Expected service type is modified from 0101 to 0001
2.  Increased test case execution timer from 300 sec to 600 sec.


	
	

	Consequences if not approved:
	A conformant UE supporting IMS may fail this test case

	
	

	Clauses affected:
	11.3.6.NR5GC

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc108009488]Table of Contents
Table of Contents	2
1	Overview	3
2	Corrections required	3
2.1	Change 1	3
2.2	Change 2	4


1. [bookmark: _Toc122434485][bookmark: _Toc108009489]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D12wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc108009490]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc84011980][bookmark: _Toc108009491]Change 1
	Function name
	fl_TC_11_3_6_TestBody()

	Reason for change
	Following implementation of R5-223437, the test case is modified to use access category 7 instead of access category 2 to validate TP1. As a result of this the UE will use service type 0001 (=MO-Data) insread of 0101 (=high priority access) in SERVICE REQUEST at steps 1E-1I


	Summary of change
	Expected service type is modified from 0101 to 0001

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	  function fl_TC_11_3_6_TestBody() runs on NR5GC_PTC
  {

…………………….

//@siclog "Steps 1E - 1I" siclog@
    //@sic R5-223437 sic@
    //Steps 3-7 of the generic procedure for NR RRC Connected specified in TS 38.508-1 Table 4.5.4.2-3 are performed.
    f_NR_RRCSetup_Def(nr_Cell12);

    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell12,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def),
                                               tsc_SHT_IntegrityProtected);
    if (not f_Check_NG_ServiceReqMsg (v_ReceivedMsg.Pdu, cs_NAS_KeySetIdentifier_lv(f_NR_SecurityKSIamf_Get (), tsc_NasKsi_NativeSecurityContext), v_S_TMSI, '0101'B)) { // @sic R5s210669 sic@
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message Failed");
    }

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg, -, -, -, -, -, -, false);
…………….
}



[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666][bookmark: _Toc66864323][bookmark: _Toc84011981]
After Change
	function fl_TC_11_3_6_TestBody() runs on NR5GC_PTC
  {

…………………….

//@siclog "Steps 1E - 1I" siclog@
    //@sic R5-223437 sic@
    //Steps 3-7 of the generic procedure for NR RRC Connected specified in TS 38.508-1 Table 4.5.4.2-3 are performed.
    f_NR_RRCSetup_Def(nr_Cell12);

    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell12,
                                               cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def),
                                               tsc_SHT_IntegrityProtected);
    if (not f_Check_NG_ServiceReqMsg (v_ReceivedMsg.Pdu, cs_NAS_KeySetIdentifier_lv(f_NR_SecurityKSIamf_Get (), tsc_NasKsi_NativeSecurityContext), v_S_TMSI, '0001'B)) { // @sic R5s210669 sic@
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message Failed");
    }

    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg, -, -, -, -, -, -, false);
…………….
}





1. [bookmark: _Toc108009492]Change 2
	Function name
	function TC_11_3_6_NR5GC()

	Reason for change
	Due to extra steps and timers added by R5-223437, the current guard timer of 300s may not  be sufficient to complete execution.

	Summary of change
	Increased test case execution timer from 300 sec to 600 sec.

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	



Before Change
	testcase TC_11_3_6_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MCS indicator / HPLMN/0%/100% accessibility AC7/RRC_INACTIVE
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_11_3_6_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }



After Change
	testcase TC_11_3_6_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   UAC / Access Identity 2 / New cell not in the country of its HPLMN/EHPLMN 0% access probability/MCS indicator / HPLMN/0%/100% accessibility AC7/RRC_INACTIVE
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(600);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_11_3_6_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }





