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	Reason for change:
	The NR_TestEnvironment inside the global variable vc_NR_Global.MobileInfo is updated inside the function f_NR_InitTestEnvironmnent. Unfortunately, later is calling fl_NR_Common_Init -> f_NR_MobileInfo_Init and vc_NR_Global.MobileInfo is reinitialized and NR_TestEnvironment is lost information. Function f_NR_MobileInfo should keep NR_TestEnvironment not changed.

	
	

	Summary of change:
	Update function f_NR_MobileInfo_Init that NR_TestEnvironment will be not reinitialized
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1. [bookmark: _Toc100311879]Corrections required
1. [bookmark: _Toc30685521][bookmark: _Toc100311880]Change 1
	Function name
	f_NR_MobileInfo_Init

	Reason for change
	The NR_TestEnvironment inside the global variable vc_NR_Global.MobileInfo is updated inside the function f_NR_InitTestEnvironmnent. Unfortunately, later is calling fl_NR_Common_Init -> f_NR_MobileInfo_Init and vc_NR_Global.MobileInfo is reinitialized and NR_TestEnvironment is lost information. Function f_NR_MobileInfo should keep NR_TestEnvironment not changed.

	Summary of change
	Update function f_NR_MobileInfo_Init that NR_TestEnvironment will be not reinitialized

	TTCN module
	NR_CellInfoInit.ttcn

	MCC160 Comment
	



Before Change
	  function f_NR_MobileInfo_Init(template (value) NR_Frequencyf1tof4_Type p_NR_PrimaryFrequencyf1tof4,
                                FreqBandIndicatorNR  p_PrimaryFreqBandIndicatorNR,
                                template (value) NR_Frequencyf1tof4_Type p_NR_SecondaryFrequencyf1tof4,
                                FreqBandIndicatorNR  p_SecondaryFreqBandIndicatorNR
                                ) runs on NR_BASE_PTC return NR_MobileInfo_Type
  {
    var NR_MobileInfo_Type v_MobileInfo;
    v_MobileInfo.NR_Capability := omit;
    v_MobileInfo.MRDC_Capability := omit;

    //@sic R5w190312: ASP for delta values sic@
    v_MobileInfo.NR_DeltaValues := f_NR_RetrieveDeltaValues(p_NR_PrimaryFrequencyf1tof4, p_PrimaryFreqBandIndicatorNR, p_NR_SecondaryFrequencyf1tof4, p_SecondaryFreqBandIndicatorNR);
    return v_MobileInfo;
  }



After Change
	  function f_NR_MobileInfo_Init(template (value) NR_Frequencyf1tof4_Type p_NR_PrimaryFrequencyf1tof4,
                                FreqBandIndicatorNR  p_PrimaryFreqBandIndicatorNR,
                                template (value) NR_Frequencyf1tof4_Type p_NR_SecondaryFrequencyf1tof4,
                                FreqBandIndicatorNR  p_SecondaryFreqBandIndicatorNR
                                ) runs on NR_BASE_PTC return NR_MobileInfo_Type
  {
    var NR_MobileInfo_Type v_MobileInfo;
    v_MobileInfo := f_NR_GetMobileInfo();
    v_MobileInfo.NR_Capability := omit;
    v_MobileInfo.MRDC_Capability := omit;

    //@sic R5w190312: ASP for delta values sic@
    v_MobileInfo.NR_DeltaValues := f_NR_RetrieveDeltaValues(p_NR_PrimaryFrequencyf1tof4, p_PrimaryFreqBandIndicatorNR, p_NR_SecondaryFrequencyf1tof4, p_SecondaryFreqBandIndicatorNR);
    return v_MobileInfo;
  }   




1. Change 2
	Function name
	f_NR_GetMobileInfo

	Reason for change
	Due to change 1 create a new function f_NR_GetMobileInfo to retrieve current MobileInfo from global variable

	Summary of change
	Create a new function to retrieve current MobileInfo from global variable

	TTCN module
	NR_CellInfo.ttcn

	MCC160 Comment
	



New function
	  function f_NR_GetMobileInfo() runs on NR_BASE_PTC return NR_MobileInfo_Type
  {
    return vc_NR_Global.MobileInfo; 
  }  






