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1. [bookmark: _Toc122434485][bookmark: _Toc110424470]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2020-09_D22wk23 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc110424471]Corrections required
1.1 [bookmark: _Toc109062255][bookmark: _Toc110424472]Change 1
	Function name
	fl_TC_11_3_7_TestBody

	Reason for change
	At step 8b1, if the received REGISTRATION REQUEST contents do not match the expected value (e.g. UE sends any registration type other than ‘emergency’) the TC will proceed to step 10a1.

	Summary of change
	Added an ‘else’ clause to give a fail verdict if incorrect REGISTRATION REQUEST contents are received at step 8b1

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  function fl_TC_11_3_7_TestBody() runs on NR5GC_PTC
  {
    
……………….
   
      
        //@siclog "Step 8b2" siclog@
        //@sic R5s210424, R5-214742 sic@
        //Steps 5-15 are performed from the generic test procedure as specified in TS 38.508-1 [4] subclause 4.5.2.2-2
        f_NR5GC_RRC_Idle_Steps5_15(v_GMM_MobilityInfo, nr_Cell1, v_ReceivedMsg, v_PLMN, TESTMode_OFF, Emergency);
      
        SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1, ?, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
        if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,
                                                      v_ReceivedAsp.Signalling.Nas[0].Pdu,
                                                      -, -, -, -,
                                                      crs_SSC_Mode('A'H, '001'B),
                                                      -, -, -, -, -, -,
                                                      cr_NG_Request_Type('011'B),//initial emergency request
                                                      omit,
                                                      omit)) {
          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");
        }
      }
    }
    else {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message or Registration Request Message Failed");
    }

    
…………
   
    
  }




After Change:
	  function fl_TC_11_3_7_TestBody() runs on NR5GC_PTC
  {
    
……………
   
      
        //@siclog "Step 8b2" siclog@
        //@sic R5s210424, R5-214742 sic@
        //Steps 5-15 are performed from the generic test procedure as specified in TS 38.508-1 [4] subclause 4.5.2.2-2
        f_NR5GC_RRC_Idle_Steps5_15(v_GMM_MobilityInfo, nr_Cell1, v_ReceivedMsg, v_PLMN, TESTMode_OFF, Emergency);
      
        SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1, ?, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
        if (not f_Check_NG_PDUSessionEstablishmentReq(v_GSM_MobilityInfo,
                                                      v_ReceivedAsp.Signalling.Nas[0].Pdu,
                                                      -, -, -, -,
                                                      crs_SSC_Mode('A'H, '001'B),
                                                      -, -, -, -, -, -,
                                                      cr_NG_Request_Type('011'B),//initial emergency request
                                                      omit,
                                                      omit)) {
          f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "PDU Session Establishment Message Failed");
        }
      }
      else {
        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Request Message Failed");
      }
    }
    else {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message or Registration Request Message Failed");
    }

    
…………….
   
  }  




