	 

3GPP TSG-RAN5 Meeting #2022-TTCN email	R5s221028
Online, , 10th Dec 2021 - 31st Dec 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-3
	CR
	2715
	rev
	-
	Current version:
	17.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to NR testcase 11.1.3

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5

	
	

	Work item code:
	TEI15_Test, 5GS_NR_LTE-UEConTest
	
	Date:
	2022-08-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	R5-221455 involves the "The UE is configured to not use IMS preconditions." To UE before the testing. This case initially starts on LTE attach, so this check should be performed when the UE first registers on LTE.

	
	

	Summary of change:
	Move the "f_UT_PreconditionsNotConfigured (UT);" from function f_TC_11_1_3_NR5GC() to function f_TC_11_1_3_NR5GC_EUTRA()

	
	

	Consequences if not approved:
	A conformant UE will fail this test case.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc111543573]Corrections required
1.1 [bookmark: _Toc111543574]Change 1
	Function name
	f_TC_11_1_3_NR5GC()

	Reason for change
	Remove the f_UT_PreconditionsNotConfigured to EUTRA PTC

	Summary of change
	Remove the f_UT_PreconditionsNotConfigured to EUTRA PTC

	TTCN module
	\NR5GC_IRAT\11_1\EPS_Fallback_NR5GC_NR.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_11_1_3_NR5GC() runs on NR5GC_PTC
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
  
    f_NR5GC_IRAT_Init(NR_6);

    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    
    f_UT_PreconditionsNotConfigured (UT); // @sic R5-221455 sic@
    
    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_11_1_3_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // UE now on EUTRA
    f_NR_ReleaseAllCells();
  }


After Change:
	 function f_TC_11_1_3_NR5GC() runs on NR5GC_PTC
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
  
    f_NR5GC_IRAT_Init(NR_6);

    //Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    
    //REMOVE f_UT_PreconditionsNotConfigured (UT); // @sic R5-221455 sic@
    
    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_IDLE_1A);

    f_NR_TestBody_Set(true);

    fl_TC_11_1_3_NR5GC_TestBody();

    f_NR_TestBody_Set(false);

    // UE now on EUTRA
    f_NR_ReleaseAllCells();
  }


1.2 [bookmark: _Toc111543575]Change 2
	Function name
	f_TC_11_1_3_NR5GC_EUTRA()

	Reason for change
	Add f_UT_PreconditionsNotConfigured to EUTRA PTC

	Summary of change
	Add f_UT_PreconditionsNotConfigured to EUTRA PTC

	TTCN module
	\NR5GC_IRAT\11_1\EPS_Fallback_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_11_1_3_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC // @sic R5-204399 sic@
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA, USE_BIG_GRANTS /*WA#R5s220751*/); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_3_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED); // @sic R5-204399 sic@
  }


After Change:
	 function f_TC_11_1_3_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC // @sic R5-204399 sic@
  { //MO MMTEL voice call setup from NR RRC_CONNECTED / EPS Fallback with handover / Single registration mode with N26 interface / Success
    
    f_EUTRA38_IRAT_Init(c31, HANDLE_UM_DATA, USE_BIG_GRANTS /*WA#R5s220751*/); // @sic R5s210414 sic@

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    f_UT_PreconditionsNotConfigured (UT); // @sic R5-221455 sic@ 
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_11_1_3_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    
    f_EUTRA38_MultiPDN_Postamble(eutra_Cell1, E2_CONNECTED); // @sic R5-204399 sic@
  }



