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1.1 [bookmark: _Toc114478751]Correction to the function f_NR_Derive_AddXDD_UE_NR_Capabilities
	Template name
	f_NR_Derive_AddXDD_UE_NR_Capabilities

	Reason for change
	· In the current implementation of the function , f_NR_Derive_AddXDD_UE_NR_Capabilities 
pc_SFTD_MeasNR_Neigh_FDD and pc_SFTD_MeasNR_Neigh_TDD are checked.
· But 
· as per 38306 , sftd-MeasNR-Neigh is not mandatory IE
· as well as based on 38331 , sftd-MeasNR-Neigh ENUMERATED {supported} OPTIONAL,
· This check will fail the UEs not supporting sftd-MeasNR-Neigh

	Summary of change
	Remove the check of pc_SFTD_MeasNR_Neigh_TDD and pc_SFTD_MeasNR_Neigh_FDD from the function f_NR_Derive_AddXDD_UE_NR_Capabilities

	TTCN module
	NR_AuxiliaryCapCheckFunctions

	MCC160 Comment
	



    
Before Change:
	function f_NR_Derive_AddXDD_UE_NR_Capabilities() return template UE_NR_CapabilityAddXDD_Mode
  { // @sic R5s190471 R5s201302 sic@
    var template (present) UE_NR_CapabilityAddXDD_Mode v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode;

    if (f_NR_DualModeCheck() and (not pc_intraAndInterF_MeasAndReport) and (not pc_eventA_MeasAndReport) and (not pc_handoverInterF) and (not (pc_SFTD_MeasNR_Neigh_FDD or pc_SFTD_MeasNR_Neigh_TDD)))
    {
        v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode_Support;
    }
    else if ((f_NR_DualModeCheck() and pc_intraAndInterF_MeasAndReport and pc_eventA_MeasAndReport and pc_handoverInterF and (pc_SFTD_MeasNR_Neigh_FDD or pc_SFTD_MeasNR_Neigh_TDD)) or (pc_nrFDD and (not pc_nrTDD)) or ((not pc_nrFDD) and pc_nrTDD))
    {
        v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode_Omit;
    }
    else
    {
        f_SetVerdict(inconc,__FILE__, __LINE__, "PICS do not match condition for UE-NR-CapabilityAddXDD-Mode")
    }
    return v_UE_NR_CapabilityAddXDD_Mode ifpresent;
  };
  



After Change:
	function f_NR_Derive_AddXDD_UE_NR_Capabilities() return template UE_NR_CapabilityAddXDD_Mode
  { // @sic R5s190471 R5s201302 sic@
    var template (present) UE_NR_CapabilityAddXDD_Mode v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode;

    if (f_NR_DualModeCheck() and (not pc_intraAndInterF_MeasAndReport) and (not pc_eventA_MeasAndReport) and (not pc_handoverInterF)) //WA#WI=1006243
    {
        v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode_Support;
    }
    else if ((f_NR_DualModeCheck() and pc_intraAndInterF_MeasAndReport and pc_eventA_MeasAndReport and pc_handoverInterF ) or (pc_nrFDD and (not pc_nrTDD)) or ((not pc_nrFDD) and pc_nrTDD)) //WA#WI=1006243
    {
        v_UE_NR_CapabilityAddXDD_Mode := cr_UE_NR_CapabilityAddXDD_Mode_Omit;
    }
    else
    {
        f_SetVerdict(inconc,__FILE__, __LINE__, "PICS do not match condition for UE-NR-CapabilityAddXDD-Mode")
    }
    return v_UE_NR_CapabilityAddXDD_Mode ifpresent;
  };



