

	
3GPP TSG-RAN5 Meeting #2022-TTCN email	R5s221223
Online, , 13th Dec 2021 - 31st Dec 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-3
	CR
	2827
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction to NR5GC MDT testcase 8.1.6.2.4

	
	

	Source to WG:
	ANRITSU LTD

	Source to TSG:
	R5

	
	

	Work item code:
	TEI16_Test, NR_SON_MDT-UEConTest
	
	Date:
	2022-10-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In current TTCN implementation NR5GC component is keep waiting for EUTRA component for EUTRA cell frequency information which is not present. To proceed this case need to add function f_EUTRA_NR_SendSysinfoCoOrd to send List Of Frequencies of EUTRA cell to NR component

	
	

	Summary of change:
	Added f_EUTRA_NR_SendSysinfoCoOrd to send List Of Frequencies of EUTRA cell to NR component
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	Conformant UE will fail the case
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1. [bookmark: _Toc122434485][bookmark: _Toc116657039]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D22wk37 related to the title of this CR. 
[bookmark: _Hlk90298041]Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com


1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc116657040]Corrections required
1. [bookmark: _Toc54888063][bookmark: _Toc93508300][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc90552906][bookmark: _Toc116657041]Change 1
	Function name
	function f_TC_8_1_6_2_4_NR5GC_EUTRA()

	Reason for change
	In current TTCN implementation NR5GC component is keep waiting for EUTRA component for EUTRA cell frequency information which is not present. To proceed this case need to add function f_EUTRA_NR_SendSysinfoCoOrd to send List Of Frequencies of EUTRA cell to NR component

	Summary of change
	Added f_EUTRA_NR_SendSysinfoCoOrd to send List Of Frequencies of EUTRA cell to NR component

	TTCN module
	RRC_MDT_InterRAT_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	    function f_TC_8_1_6_2_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { // Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
    
    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -90);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE, tsc_NonSuitableOffCellRS_EPRE);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  } 



After Change:
	     function f_TC_8_1_6_2_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { // Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
    
    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -90);
    
     // Send EUTRA frequency to NR       
    f_EUTRA_NR_SendSysinfoCoOrd(NR, f_EUTRA38_IRAT_ListOfFrequencies({eutra_Cell1}));  
    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE, tsc_NonSuitableOffCellRS_EPRE);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  }



