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1.1 [bookmark: _Toc112405284]Correction to the function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody
	Function name
	fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody

	Reason for change
	In the current TTCN implementation of function : fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody

At Steps 10-11, function f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange
is called with 3rd and 8th parameters being swapped

At Steps 13-14 and at steps 16-17 , function f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange
is called with 3rd parameter incorrectly 

	Summary of change
	function f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange is called with the correct parameters at steps 10-11 , steps 13-14 and at steps 16-17

	TTCN module
	RRCReconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { //@sic R5-198928 sic@
    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var template (value) RadioBearerList_Type v_ConfigDrbSS;
    var template (value) RadioBearerList_Type v_SrbDRBList;
    var template (value) octetstring v_NR_SCGConfig;
    var template (value) octetstring v_NR_RBConfig;
    var SubFrameTiming_Type v_Timing;
    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();  //@sic R5s200317 sic@
    
    // @siclog "Steps 1 - 2" siclog@
    // SN to MN terminated SCG
    f_EUTRA38_RRC_PSCellChange_IntraCell(eutra_Cell1);
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    
    // @siclog "Step 3" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 4-5" siclog@
    // modify MN terminated SCG DRB with security key keNB to SN terminated Split DRB with security key change to s-KgNB
    v_RadioResourceConfigDedicated := cds_RadioResourceConfigDedicated_SrbDrbConfig(-, {cs_508_DRB_ToAddMod_ENDC_Split});
    v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)};
    f_EUTRA38_RRC_PSCellChange_IntraCell(eutra_Cell1, v_ConfigDrbSS, v_RadioResourceConfigDedicated);
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // @siclog "Step 6" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 7 - 8 " siclog@
    // modify SN terminated Split DRB with security key s-KgNB to MN terminated Split DRB with security key change to keNB
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    f_EUTRA38_SendTimeToNR(eutra_Cell1,v_Timing);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (v_NR_SCGConfig, v_NR_RBConfig, -,fl_NR_GetP_Max());
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1, -, -, -,{cds_DRB_ToAddMod_r15(tsc_DRB2, tsc_DRB2 + 4, -, cs_508_RLC_Config_DRB_AM, {cs_ReestablishRLC_r15}, cs_508_LogicalChannelConfig_DRB_AM)});
    //@sic R5s200171 change 4.2 sic@
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_ConfigDrbSS,
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList,
                                                  -, -, -,
                                                  v_RadioResourceConfigDedicated
                                                  );
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");
    
    // @siclog "Step 9" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 10 - 11 " siclog@
    // modify MN terminated Split DRB with security key keNB to SN terminated MCG DRB with security key change to s-KgNB.
    //@sic R5-201101 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Release(v_NR_RBConfig,
                                                                                                    v_Security_Params.SK_Counter);
    f_EUTRA_SS_Release_SingleDRB (eutra_Cell1, tsc_DRB2);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    //@sic R5s200171 change 4.2 sic@
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_SrbDRBList,
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_ConfigDrbSS,
                                                  -,-, -, -,
                                                  cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 11");
    
    // @siclog "Step 12" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 13 - 14" siclog@
    // SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    // NR PDCP is on NR PTC, therefore DRB2 must be split here to configure the proxy. MCG so lower layers on EUTRA
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)}; // @sic R5s201477 sic@
    //@sic R5s200171 change 4.2 sic@
    
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (-,
                                                                                                   v_NR_RBConfig,
                                                                                                   v_Security_Params.SK_Counter,
                                                                                                   fl_NR_GetP_Max());
    
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_SrbDRBList,
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList,
                                                  -,-, -, -,
                                                  cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def) );
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");
    
    // @siclog "Step 15" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    
    // @siclog "Steps 16 - 17" siclog@
    // modify MN terminated MCG DRB with security key keNB to SN terminated Split DRB with security key change to s-KgNB
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    f_EUTRA38_SendTimeToNR(eutra_Cell1,v_Timing);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    //@sic R5s200171 change 4.2 sic@
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (v_NR_SCGConfig, v_NR_RBConfig, -,fl_NR_GetP_Max());
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_SrbDRBList,
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList);
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");     

    << SKIPPED CODE >>

    }



After Change:
	    function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { //@sic R5-198928 sic@
    var template (omit)  RadioResourceConfigDedicated v_RadioResourceConfigDedicated;
    var template (value) RadioBearerList_Type v_ConfigDrbSS;
    var template (value) RadioBearerList_Type v_SrbDRBList;
    var template (value) octetstring v_NR_SCGConfig;
    var template (value) octetstring v_NR_RBConfig;
    var SubFrameTiming_Type v_Timing;
    var template (value) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs;
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params := f_EUTRA38_Security_Get();  //@sic R5s200317 sic@
    
    // @siclog "Steps 1 - 2" siclog@
    // SN to MN terminated SCG
    f_EUTRA38_RRC_PSCellChange_IntraCell(eutra_Cell1);
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    
    // @siclog "Step 3" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 4-5" siclog@
    // modify MN terminated SCG DRB with security key keNB to SN terminated Split DRB with security key change to s-KgNB
    v_RadioResourceConfigDedicated := cds_RadioResourceConfigDedicated_SrbDrbConfig(-, {cs_508_DRB_ToAddMod_ENDC_Split});
    v_ConfigDrbSS := {cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1)};
    f_EUTRA38_RRC_PSCellChange_IntraCell(eutra_Cell1, v_ConfigDrbSS, v_RadioResourceConfigDedicated);
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5");

    // @siclog "Step 6" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 7 - 8 " siclog@
    // modify SN terminated Split DRB with security key s-KgNB to MN terminated Split DRB with security key change to keNB
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    f_EUTRA38_SendTimeToNR(eutra_Cell1,v_Timing);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (v_NR_SCGConfig, v_NR_RBConfig, -,fl_NR_GetP_Max());
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1, -, -, -,{cds_DRB_ToAddMod_r15(tsc_DRB2, tsc_DRB2 + 4, -, cs_508_RLC_Config_DRB_AM, {cs_ReestablishRLC_r15}, cs_508_LogicalChannelConfig_DRB_AM)});
    //@sic R5s200171 change 4.2 sic@
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_ConfigDrbSS,
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList,
                                                  -, -, -,
                                                  v_RadioResourceConfigDedicated
                                                  );
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");
    
    // @siclog "Step 9" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 10 - 11 " siclog@
    // modify MN terminated Split DRB with security key keNB to SN terminated MCG DRB with security key change to s-KgNB.
    //@sic R5-201101 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Release(v_NR_RBConfig,
                                                                                                    v_Security_Params.SK_Counter);
    f_EUTRA_SS_Release_SingleDRB (eutra_Cell1, tsc_DRB2);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    //@sic R5s200171 change 4.2 sic@
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_ConfigDrbSS, //WA#WI=997501
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList, //WA#WI=997501
                                                  -,-, -, -,
                                                  cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def));
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 11");
    
    // @siclog "Step 12" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
  
    // @siclog "Steps 13 - 14" siclog@
    // SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    // NR PDCP is on NR PTC, therefore DRB2 must be split here to configure the proxy. MCG so lower layers on EUTRA
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)}; // @sic R5s201477 sic@
    //@sic R5s200171 change 4.2 sic@
    
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (-,
                                                                                                   v_NR_RBConfig,
                                                                                                   v_Security_Params.SK_Counter,
                                                                                                   fl_NR_GetP_Max());
    
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_ConfigDrbSS, //WA#WI=997501
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList,
                                                  -,-, -, -,
                                                  cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def) );
    f_EUTRA38_ENDC_Send_eNBKeys(NR);            //Change keys on NR side to KeNB
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 14");
    
    // @siclog "Step 15" siclog@
    // Send trigger to NR to test DRB2
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);
    
    // @siclog "Steps 16 - 17" siclog@
    // modify MN terminated MCG DRB with security key keNB to SN terminated Split DRB with security key change to s-KgNB
    v_NR_SCGConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "Reconfig");
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_Timing :=  f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
    f_EUTRA38_SendTimeToNR(eutra_Cell1,v_Timing);
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)};  //@sic R5s200171 change 4.2 sic@
    v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)};
    //@sic R5s200171 change 4.2 sic@
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (v_NR_SCGConfig, v_NR_RBConfig, -,fl_NR_GetP_Max());
    f_EUTRA38_IntraLTE_HO_IntraCell_PSCellchange( eutra_Cell1,
                                                  cs_TimingInfo_EUTRA_NB (v_Timing),
                                                  v_ConfigDrbSS, //WA#WI=997501
                                                  -, // tsc_C_RNTI_Def2,
                                                  -, // p_MeasConfig
                                                  -, // p_Dsr_TransMax  := n4,
                                                  v_RRCConnectionReconfiguration_v890_IEs,
                                                  v_SrbDRBList);
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 17");

    << SKIPPED CODE >>

    }



