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1. [bookmark: _Toc120260271]Correction to function fl_TC_9_1_9_5_Body
	Function name
	fl_TC_9_1_9_5_Body

	Reason for change
	Current implementation will assign ueRadioCapabilityId sent by UE in step 12 to message at step 13. That will not suppose any problem in case UE does not populate the field but will do in case includes a Manufacturer assigned UE radio capability ID which is valid in step 12. 

	Summary of change
	Set ueRadioCapabilityId field to omit before is sent in REGISTRATION ACCEPT message at step 13.

	TTCN module
	\NR5GC\9.1.9\RACS_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
    //@siclog "Step 13" siclog@
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList
                                                   );
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellB, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));   //@sic R5s211655 sic@

    //@siclog "Step 14" siclog@
    f_NR5GC_Registration_Complete(v_NGC_NASCellB, tsc_NR_RbId_SRB1);    //@sic R5s211655 sic@ <<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
    //@siclog "Step 13" siclog@
    v_MsgToSend := f_Get_NG_RegistrationAcceptMsg (Mobility,
                                                   v_GMM_MobilityInfo,
                                                   v_GUTIToSend,
                                                   v_TAIList
                                                   );
    v_MsgToSend.registration_Accept.ueRadioCapabilityId := omit;        
    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellB, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));   //@sic R5s211655 sic@

    //@siclog "Step 14" siclog@
    f_NR5GC_Registration_Complete(v_NGC_NASCellB, tsc_NR_RbId_SRB1);    //@sic R5s211655 sic@ 
<<SKIPPED CODE>>




