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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc28492]Corrections required
1.1 [bookmark: _Toc8694]Correction to the Function fl_TC_11_3_5_TestBody
	Function name
	fl_TC_11_3_5_TestBody

	Reason for change
	1 According to TS38.523-1,Step 10Fa1 – 10Fa8 for 11.3.5 refers to TS 38.508-1Table 4.5.2.2-4,the specific message contents for SERVICE REQUEST in Table 4.5.2.3-2 shows that the service type should be ‘0000’B.
2 The procedure in 38.508-1 cl. 4.5.4 already sends a Service Accept, so we don't need to send another one after calling f_NR5GC_RRC_ConnectedState3N_Steps5_8 .

	Summary of change
	1 Correct the service type.
2 Remove the duplicate code

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	 function fl_TC_11_3_5_TestBody() runs on NR5GC_PTC
  {

...  
  
//@siclog "Steps 10Fa1-10Fa8" siclog@
    // @sic R5-223436 sic@
    f_NR_ULGrantConfiguration_Start(nr_Cell12, -, -, -, cs_NR_UplinkTimeAlignment_Stop, -, -, tsc_NoCnfReq ); // @sic R5s221172 sic@
    f_NR_RRCSetup_Def (nr_Cell12);
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell12,
                                          cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, ?,- , *, *),
                                          tsc_SHT_IntegrityProtected
                                          );
    if (not f_Check_NG_ServiceReqMsg (v_ReceivedMsg.Pdu, cs_NAS_KeySetIdentifier_lv(f_NR_SecurityKSIamf_Get (), tsc_NasKsi_NativeSecurityContext), v_S_TMSI, '0010'B)) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message Failed");
    }
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg); // @sic R5s221172 sic@
    SRB.send (cas_NR_SRB_NasPdu_REQ(nr_Cell12, tsc_NR_RbId_SRB1, -, cs_NG_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered, f_Get_NG_ServiceAcceptMsg())));
f_NR5GC_PDUSessionEstablishment (nr_Cell12,-,tsc_NR_RbId_SRB1);

  ...

}



After Change:
	 function fl_TC_11_3_5_TestBody() runs on NR5GC_PTC
  {

...  
  
//@siclog "Steps 10Fa1-10Fa8" siclog@
    // @sic R5-223436 sic@
    f_NR_ULGrantConfiguration_Start(nr_Cell12, -, -, -, cs_NR_UplinkTimeAlignment_Stop, -, -, tsc_NoCnfReq ); // @sic R5s221172 sic@
    f_NR_RRCSetup_Def (nr_Cell12);
    v_ReceivedMsg := f_NR_RRCSetupComplete_Def(nr_Cell12,
                                          cr_38508_RRCSetupComplete(tsc_NR_RRC_TI_Def, ?,- , *, *),
                                          tsc_SHT_IntegrityProtected
                                          );
    if (not f_Check_NG_ServiceReqMsg (v_ReceivedMsg.Pdu, cs_NAS_KeySetIdentifier_lv(f_NR_SecurityKSIamf_Get (), tsc_NasKsi_NativeSecurityContext), v_S_TMSI, '0010'B)) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Service Request Message Failed");
    }
    f_NR5GC_RRC_ConnectedState3N_Steps5_8(nr_Cell12, v_ReceivedMsg); // @sic R5s221172 sic@
    
f_NR5GC_PDUSessionEstablishment (nr_Cell12,-,tsc_NR_RbId_SRB1);

  ...

}




