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This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
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	shaun.harry@keysight.com 	
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	Function name
	fl_TC_11_3_1a_TestBody() 

	Reason for change
	At Step 1, the SS is configured to only send once short message every defaultPagingCycle in RRC_CONNECTED; the UE may not receive the Short message and hence fail the testcase; SS shall send short message at every PF(N times in one cycle) in RRC_CONNECTED

	Summary of change
	Updated Calling f_NR_ModifySysinfo function with  RRC_CONNECTED

	TTCN module
	UAC_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	function fl_TC_11_3_1a_TestBody() runs on NR5GC_PTC
  {
    var template (value) QosFlow_Identification_Type v_QosFlowId := f_NR_GetQosFlowIdentification_ForDRBId(f_NR_GetDefaultDRB_ForFirstPDUSession());
    var SDAP_SDUList_Type v_SDAP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) }; //Create the IP Data
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(nr_Cell1);
    var octetstring v_EncodedRrcSetup;
    var template(value) DL_CCCH_Message v_RrcSetup;
    var float v_TimerValue := 6.0;
    var float v_TimerValue2 := 30.0;
    timer t_WaitTime;
    
    //@siclog "Step 1" siclog@
    //SS changes SIB1 according to Table 11.3.1a.3.3-1 and sends Short Message on PDCCH using P-RNTI. Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1,
                                         cs_SIB1_UacBarringInfo(cs_UAC_BarringPerCatList_1Entry(7,1),
                                         -, cs_UAC_BarringInfoSetList_1Entry(p00, s16, '0000000'B)));
                                        
   f_NR_ModifySysinfo(nr_Cell1); //Modify Sysinfo in SS
   f_NR_WaitModificationPeriods(nr_Cell1);
     
    //@siclog "Step 2" siclog@

...

}




After Change
	function fl_TC_11_3_1a_TestBody() runs on NR5GC_PTC
  {
    var template (value) QosFlow_Identification_Type v_QosFlowId := f_NR_GetQosFlowIdentification_ForDRBId(f_NR_GetDefaultDRB_ForFirstPDUSession());
    var SDAP_SDUList_Type v_SDAP_Data := { f_IPv4IPv6_IcmpEchoReply(f_LoopbackModeB_IP_Address_UE()) }; //Create the IP Data
    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(nr_Cell1);
    var octetstring v_EncodedRrcSetup;
    var template(value) DL_CCCH_Message v_RrcSetup;
    var float v_TimerValue := 6.0;
    var float v_TimerValue2 := 30.0;
    timer t_WaitTime;
    
    //@siclog "Step 1" siclog@
    //SS changes SIB1 according to Table 11.3.1a.3.3-1 and sends Short Message on PDCCH using P-RNTI. Wait for 2.1* modification period to allow the new system information to take effect.
    f_NR_CellInfo_SetSIB1_UacBarringInfo(nr_Cell1,
                                         cs_SIB1_UacBarringInfo(cs_UAC_BarringPerCatList_1Entry(7,1),
                                         -, cs_UAC_BarringInfoSetList_1Entry(p00, s16, '0000000'B)));
                                        
   f_NR_ModifySysinfo(nr_Cell1,-,RRC_CONNECTED); //Modify Sysinfo in SS
   f_NR_WaitModificationPeriods(nr_Cell1);
     
    //@siclog "Step 2" siclog@

...

}





