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	Reason for change:
	NR PTC is waiting for SysInfo coordination msg from EUTRA PTC in main function, but current implementation requires EUTRA PTC to enter the test body before this is sent.
This coordination msg can be sent first in EUTRA PTC main function instead, by following LTE and NR Cell configuration similar to other tests e.g. 6.2.2.1.NR5GC.

	
	

	Summary of change:
	Move construction and sending of SysInfo coordination msg from TestBody to main function.
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1. [bookmark: _Toc122434485][bookmark: _Toc124277058]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2022-09_D22wk49 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc124277059]Corrections required
1. [bookmark: _Toc124277060]Change 1
	Function name
	function f_TC_8_1_6_2_4_NR5GC_EUTRA()

	Reason for change
	NR PTC is waiting for SysInfo coordination msg from EUTRA PTC in main function, but current implementation requires EUTRA PTC to enter the test body before this is sent.
This coordination msg can be sent first in EUTRA PTC main function instead, by following LTE and NR Cell configuration similar to other tests e.g. 6.2.2.1.NR5GC.

	Summary of change
	Move construction and sending of SysInfo coordination msg from TestBody to main function.


	TTCN module
	RRC_MDT_InterRAT_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_8_1_6_2_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { // Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
    
    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -90);

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE, tsc_NonSuitableOffCellRS_EPRE);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  }



After Change:
	  function f_TC_8_1_6_2_4_NR5GC_EUTRA() runs on EUTRA_Multi5GS_PTC
  { // Inter-RAT MDT / Radio Link Failure / Reporting at E-UTRA Inter-RAT handover
    
    var template (value) B28_Type v_EUTRA_CellId;
    var template (value) CoOrd_EUTRASysInfo_Type v_CoOrd_SysInfo;

    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_InitMaxReferencePower(eutra_Cell1, -90);

    v_CoOrd_SysInfo := f_EUTRA_CoOrdSysInfo(eutra_Cell1);     
     // @sic R5s220801 sic@
    v_EUTRA_CellId := int2bit(f_EUTRA_CellInfo_GetPhyCellId(eutra_Cell1),28);
    v_CoOrd_SysInfo.CellId := v_EUTRA_CellId;
    f_EUTRA_NR_SendSysinfoCoOrd(NR, cs_EUTRA_NR_CoOrdSysInfo_Eutra({v_CoOrd_SysInfo}));

    //Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    
    f_EUTRA38_SetCellPower(eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE, tsc_NonSuitableOffCellRS_EPRE);
    
    f_EUTRA_TestBody_Set(true);
    fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  }


1. [bookmark: _Toc124277061]Change 2
	Function name
	function fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody()

	Reason for change
	See Change 1

	Summary of change
	Remove construction and sending of SysInfo coordination msg

	TTCN module
	RRC_MDT_InterRAT_NR5GC_EUTRA.ttcn

	MCC160 Comment
	



Before Change:
	  function fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {
    var template (value) B28_Type v_EUTRA_CellId;
    var template (value) CoOrd_EUTRASysInfo_Type v_CoOrd_SysInfo := f_EUTRA_CoOrdSysInfo(eutra_Cell1);
  
     // @sic R5s220801 sic@
    v_EUTRA_CellId := int2bit(f_EUTRA_CellInfo_GetPhyCellId(eutra_Cell1),28);
    v_CoOrd_SysInfo.CellId := v_EUTRA_CellId;
    f_EUTRA_NR_SendSysinfoCoOrd(NR, cs_EUTRA_NR_CoOrdSysInfo_Eutra({v_CoOrd_SysInfo}));

   f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Power Level");
    f_EUTRA38_SetCellPower(eutra_Cell1, -90, -90);  //FR2 is FFS
  }



After Change:
	  function fl_TC_8_1_6_2_4_NR5GC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {
    //var template (value) B28_Type v_EUTRA_CellId;
    //var template (value) CoOrd_EUTRASysInfo_Type v_CoOrd_SysInfo := f_EUTRA_CoOrdSysInfo(eutra_Cell1);
  
     // @sic R5s220801 sic@
    //v_EUTRA_CellId := int2bit(f_EUTRA_CellInfo_GetPhyCellId(eutra_Cell1),28);
    //v_CoOrd_SysInfo.CellId := v_EUTRA_CellId;
    //f_EUTRA_NR_SendSysinfoCoOrd(NR, cs_EUTRA_NR_CoOrdSysInfo_Eutra({v_CoOrd_SysInfo}));

   f_EUTRA_NR_WaitForCoOrd_Trigger(NR, "Power Level");
    f_EUTRA38_SetCellPower(eutra_Cell1, -90, -90);  //FR2 is FFS
  }



