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	Function name
	cdr_NR5GC_UENetworkCap_N1Disabled

	Reason for change
	In the current TTCN implementation at Step 9 in the TAU REQ  IE UE Network Capability it is checked that IEs ePCO and Ni Mode supported can have any allowed value.

In TTCN, the template cdr_NR5GC_UENetworkCap_N1Disabled is used to check this.
However, this template checks the ePCO to be ‘1’B. Not only this is not inline with Prose, but this causes a conformant UE to fail the testcase and needs to be corrected.

	Summary of change
	Updated the template cdr_NR5GC_UENetworkCap_N1Disabled to not check for ePCO.

	TTCN module
	Eutra38_NR5GCProcedures.ttcn

	MCC160 Comment
	



Before Change:
	template (present) UE_NetworkCap cdr_NR5GC_UENetworkCap_N1Disabled (template (omit) IEI8_Type p_IEI)
           modifies cr_UENetworkCap_Any :=
  {
    cIoT_proSeCap := ('1'B & ? length (7)),
    cIoT_V2X := (? length (2) & '0'B & ? length (5))
  };

	



After Change:
	template (present) UE_NetworkCap cdr_NR5GC_UENetworkCap_N1Disabled (template (omit) IEI8_Type p_IEI)
           modifies cr_UENetworkCap_Any :=
  {
    //WA#11_1_7 COMMENTED OUT cIoT_proSeCap := ('1'B & ? length (7)),
    cIoT_V2X := (? length (2) & '0'B & ? length (5))
  };

	



