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1. [bookmark: _Toc122434485][bookmark: _Toc120700971]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN2-B2012-03_D20wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc120700972]Corrections required



[bookmark: _Toc120700973]2.1 Change 1
	Function name
	lt_HandleRAU_Reject

	Reason for change
	The GMM cause for ROUTING AREA UPDATE REJECT at step 13 Is not compliant with the specification TS 34.123-1 v15.4.0 clause 9.5.7.1.4. Cause should be “GPRS not allowed” but it current set to ”Roaming not allowed”


	Summary of change
	Corrected the reject cause for ROUTING AREA UPDATE REJECT at step 13

	TTCN module
	NAS.mp

	MCC160 Comment
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Test Case ld:
Test Group Reference:
Purpose:

Configuration:
Defaults:
Comments:

t 9571
MM/MM_Connection/

To check that upon reception of an ABORT message with cause #6 during call establishment

- the UE does not send any layer 3 message.
- after reception of an ABORT message and after having been deactivated and reactivated, the UE performs location updating using its IMSI as mobile identity and indicates

deleted LAl and CKSN

- the UE does not perform location updating, does not answer to paging with TMSI, rejects any request for mobile originating call except emergency call, does not perform IM

Sl detach,

- the UE accepts a request for emergency call

NAS_OtherwiseF ail
Initial Conditions of UE:

The UE has valid TMSI and CKSN and CK, IK. Itis "idle updated on cell B".

@sic R5-100504 sic@

It_HandleRAU_Reject
35
36

37

38

39

cell_Dch)

[pc_PS = TRUE]
+ts_RRC_ConnEst(

tsc_Cella,

est_Reg,

registration)
+15_GMM_RAU_Reject(

tsc_CellA,

+15_RRC_ConnRel(
tsc_CellA,

cell_Dch)

[pc_PS = FALSE]

@sic EW CR T15040404 sic@
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Test Case

Test Case Id:
Test Group Reference:
Purpose:

Configuration:
Defaults:
Comments:

1c_9_5_7_1

MM/MM_Connection/

To check that upon reception of an ABORT message with cause #6 during call establishment

- the UE does not send any layer 3 message.

- after reception of an ABORT message and after having been deactivated and reactivated, the UE performs location updating using its IMSI as mobile identity and indicates
deleted LAl and CKSN.

- the UE does not perform location updating, does not answer to paging with TMSI, rejects any request for mobile originating call except emergency call, does not perform IM
Sl detach.

- the UE accepts a request for emergency call.

NAS_OtherwiseFail
Initial Conditions of UE:
The UE has valid TSI and CKSN and CK, IK. Itis "idle updated on cell B".
@sic R5-100504 sic@

It_HandleRAU_Reject
35
36

37

38

38

[pc_PS = TRUE] @sic EW CR T15040404 sic@
+ts_RRC_ConnEst(

tsc_CellA,

est_Reg,

registration)

+15_GMM_RAU_Reject(

tsc_CellA,

+ts_RRC_ConnRel(
tsc_Cella,

cell_Dch)

[pc_PS = FALSE]





