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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc128656540]Corrections required
1. [bookmark: _Toc128656541]Correction to function f_TC_22_4_16_NBIOT
	Function name
	f_TC_22_4_16_NBIOT

	Reason for change
	In the RRC TC 22.4.16, a delay of 500ms should be added just after Step 16, as is done after Step 5, so that the RRC Connection Reject is transmitted before the Msg4 configuration is modified to transmit RRC Connection Resume at Step 18.

	Summary of change
	A delay of 500ms is added after Step 16.

	TTCN module
	NBIOT_RRC_UserPlane.ttcn

	MCC160 Comment
	


[bookmark: OLE_LINK14]
Before Change:
	function f_TC_22_4_16_NBIOT() runs on NBIOT_PTC
  {
       <<SKIPPED CODE>>

  //@siclog "Step 15" siclog@
    f_NBIOT_SetCellPowerList(v_CellPowerList_AtT1);

    //@siclog "Step 16" siclog@
    SRB.receive(car_NB_SRB0_RrcPdu_IND(nbiot_Cell11, cr_RRCConnectionResumeRequest_NB(v_ResumeIdentityStep14, v_ShortMAC_I, mo_Signalling)));     // @sic R5s170517 change 1.6: nbiot_Cell11 sic@

    //@siclog "Step 17" siclog@
    // @sic R5-182302 change 4, R5w180105: RRCConnectionReject preconfigured at the SS before paging sic@
    //@siclog "Step 18" siclog@
    v_ShortMAC_I := f_NBIOT_Calculate_ShortMAC(nbiot_Cell1, nbiot_Cell11, tsc_VarShortMAC_ResumeDiscriminator);   /* @sic R5s170517 change 1.2: tsc_VarShortMAC_ResumeDiscriminator sic@ */
    f_NBIOT_SS_ConfigDRB1AndRachProcedureMsg4_RRCConnResume(nbiot_Cell11, cs_RRCConnectionResume_NB);             /* @sic R5-182302 change 4, R5w180105: reestablish security and set msg 4 to RRCConnectionResume for cell 11 sic@
                                                                                                                     @sic R5s180469 additional change 2: Configuration of DRB1 inside the function sic@ */

    f_NBIOT_508CheckRRCConnectionResumeOnNewCell(nbiot_Cell11, v_ResumeIdentityStep14, v_ShortMAC_I, mo_Signalling);
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, " Step 18");

    f_NBIOT_TestBody_Set(false);
    
    //Switch/power off UE
    f_NBIOT_Postamble(nbiot_Cell11, USER_PLANE, N1_IDLE);    // @sic R5s170517 change 1.7: N1_IDLE instead of N2_CONNECTED sic@
  }
      







After Change:
	function f_TC_22_4_16_NBIOT() runs on NBIOT_PTC
  {
       <<SKIPPED CODE>>

  //@siclog "Step 15" siclog@
    f_NBIOT_SetCellPowerList(v_CellPowerList_AtT1);

    //@siclog "Step 16" siclog@
    SRB.receive(car_NB_SRB0_RrcPdu_IND(nbiot_Cell11, cr_RRCConnectionResumeRequest_NB(v_ResumeIdentityStep14, v_ShortMAC_I, mo_Signalling)));     // @sic R5s170517 change 1.6: nbiot_Cell11 sic@

    //@siclog "Step 17" siclog@
    // @sic R5-182302 change 4, R5w180105: RRCConnectionReject preconfigured at the SS before paging sic@
    f_Delay(0.5); //WA#
    //@siclog "Step 18" siclog@
    v_ShortMAC_I := f_NBIOT_Calculate_ShortMAC(nbiot_Cell1, nbiot_Cell11, tsc_VarShortMAC_ResumeDiscriminator);   /* @sic R5s170517 change 1.2: tsc_VarShortMAC_ResumeDiscriminator sic@ */
    f_NBIOT_SS_ConfigDRB1AndRachProcedureMsg4_RRCConnResume(nbiot_Cell11, cs_RRCConnectionResume_NB);             /* @sic R5-182302 change 4, R5w180105: reestablish security and set msg 4 to RRCConnectionResume for cell 11 sic@
                                                                                                                     @sic R5s180469 additional change 2: Configuration of DRB1 inside the function sic@ */

    f_NBIOT_508CheckRRCConnectionResumeOnNewCell(nbiot_Cell11, v_ResumeIdentityStep14, v_ShortMAC_I, mo_Signalling);
    f_NBIOT_PreliminaryPass(__FILE__, __LINE__, " Step 18");

    f_NBIOT_TestBody_Set(false);
    
    //Switch/power off UE
    f_NBIOT_Postamble(nbiot_Cell11, USER_PLANE, N1_IDLE);    // @sic R5s170517 change 1.7: N1_IDLE instead of N2_CONNECTED sic@
  }





 




