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1 [bookmark: _Toc122434485][bookmark: _Toc132733813]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc132733814]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc132733815]Change 1
	Function name
	f_TAU_N1ToS1_CheckDataPath

	Reason for change
	The DRBList will be changed during the call into f_TAU_N1ToS1_ReconfigDRBs.  There is need to get the updated DRBlist again to align the configuration between UE and SS.

	Summary of change
	Added code to update the DRBList again after call to f_TAU_N1ToS1_ReconfigDRBs.

	TTCN module
	EUTRA38_NR5GCProcedures

	MCC160 Comment
	



Before Change
	function f_TAU_N1ToS1_CheckDataPath(EUTRA_CellId_Type p_CellId,
                                       RRC_TransactionIdentifier p_RRC_TI,
                                       charstring p_StepNo1 := "",
                                       charstring p_StepNo2 := "",
                                       template EUTRA_CellId_Type p_CellIdPreviouslyCampedOn := eutra_Cell_NonSpecific,
                                       boolean p_FirstN1_S1Transition := true) runs on EUTRA_Multi5GS_PTC
  {
    var EUTRA38_DRBInfoList_Type v_ExistingDRBs := f_EUTRA38_MobileInfo_GetDRBInfoList();
    
    f_TAU_N1ToS1_ReconfigDRBs(p_CellId, p_RRC_TI, p_StepNo1, p_CellIdPreviouslyCampedOn, p_FirstN1_S1Transition);  // TAU process along with security activation
    f_EUTRA_LoopbackIPdataOnDefaultBearer(p_CellId, PDCP, v_ExistingDRBs[0], p_StepNo2);   // @sic R5-204439, R5-206332 sic@
  }


[bookmark: _Toc122434494][bookmark: _Toc295288971][bookmark: _Toc325725666][bookmark: _Toc66864323][bookmark: _Toc84011981]
After Change
	function f_TAU_N1ToS1_CheckDataPath(EUTRA_CellId_Type p_CellId,
                                       RRC_TransactionIdentifier p_RRC_TI,
                                       charstring p_StepNo1 := "",
                                       charstring p_StepNo2 := "",
                                       template EUTRA_CellId_Type p_CellIdPreviouslyCampedOn := eutra_Cell_NonSpecific,
                                       boolean p_FirstN1_S1Transition := true) runs on EUTRA_Multi5GS_PTC
  {
    var EUTRA38_DRBInfoList_Type v_ExistingDRBs := f_EUTRA38_MobileInfo_GetDRBInfoList();
    
f_TAU_N1ToS1_ReconfigDRBs(p_CellId, p_RRC_TI, p_StepNo1, p_CellIdPreviouslyCampedOn, p_FirstN1_S1Transition);  // TAU process along with security activation
v_ExistingDRBs := f_EUTRA38_MobileInfo_GetDRBInfoList(); // KS R5sxxxx
    f_EUTRA_LoopbackIPdataOnDefaultBearer(p_CellId, PDCP, v_ExistingDRBs[0], p_StepNo2);   // @sic R5-204439, R5-206332 sic@
  }



