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1 [bookmark: _Toc122434485][bookmark: _Toc132734390]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc132734391]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc132734392]Change 1
	Function name
	function fl_TC_6_3_1_1_TestBody() runs on NR5GC_PTC

	Reason for change
	A conformance UE may fail the test case in Step-17 due to a mismatch in SOR header for MSSNPNSI and MSSI. 

As per 38.523-1 Table 6.3.1.1.5-3, only the SOR data type shall be checked against value 1. 
The current implmenation checks MSSNPNSI and MSSI bits as well against value 0.

As per TS 24.501 Table 9.11.3.51.1, note 4 and 6, MSSNPNSI and MSSI may be set by UE if supported.


	Summary of change
	Updated TTCN to accept any value for MSSNPNSI and MSSI bit

	TTCN module
	SOR_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	function fl_TC_6_3_1_1_TestBody() runs on NR5GC_PTC
  {
......... 
......... 

    //@siclog "Step 16" siclog@
    //SS starts timer of tmax =(6 minutes + cell selection time) (Note 1, 2 and 3)
    t_Tmax.start(f_NR_SetTimerToleranceMax(nr_Cell13, nonProtocolTimer, 660.0));
    //@siclog "Step 17" siclog@
    //The UE transmits an ULInformationTransfer message and REGISTRATION COMPLETE message carrying acknowledgement of successful reception of the steering of roaming information
    SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell13, tsc_NR_RbId_SRB1, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
    if (not match (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, cr_NG_REGISTRATION_COMPLETE(cr_NG_SORTransparentContainer(crs_NG_SOR_Header('0'B,'0'B, '0'B,'1'B),v_Mac_UE)))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Complete Message Failed");
    }
    //EXCEPTION: Step 18a1 is performed in pc_noOf_PDUsSameConnection > 0.//@sic R5-211379 sic@
    //@siclog "Step 18a1" siclog@//@sic R5-211379 sic@
    // The generic procedure for UE-requested PDU session establishmentspecified in subclause 4.5A.2,
    //takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
    if (pc_noOf_PDUsSameConnection > 0 ){
      f_NR5GC_PDUSessionEstablishment (nr_Cell13,-,tsc_NR_RbId_SRB1);//@sic R5s210576 sic@
    }

......... 
......... 

}
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After Change
	function fl_TC_6_3_1_1_TestBody() runs on NR5GC_PTC
  {
......... 
......... 

    //@siclog "Step 16" siclog@
    //SS starts timer of tmax =(6 minutes + cell selection time) (Note 1, 2 and 3)
    t_Tmax.start(f_NR_SetTimerToleranceMax(nr_Cell13, nonProtocolTimer, 660.0));
    //@siclog "Step 17" siclog@
    //The UE transmits an ULInformationTransfer message and REGISTRATION COMPLETE message carrying acknowledgement of successful reception of the steering of roaming information
    SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell13, tsc_NR_RbId_SRB1, cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
    if (not match (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, cr_NG_REGISTRATION_COMPLETE(cr_NG_SORTransparentContainer(crs_NG_SOR_Header('0'B,?, ?,'1'B),v_Mac_UE)))) {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Registration Complete Message Failed");
    }
    //EXCEPTION: Step 18a1 is performed in pc_noOf_PDUsSameConnection > 0.//@sic R5-211379 sic@
    //@siclog "Step 18a1" siclog@//@sic R5-211379 sic@
    // The generic procedure for UE-requested PDU session establishmentspecified in subclause 4.5A.2,
    //takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
    if (pc_noOf_PDUsSameConnection > 0 ){
      f_NR5GC_PDUSessionEstablishment (nr_Cell13,-,tsc_NR_RbId_SRB1);//@sic R5s210576 sic@
    }
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......... 

}



