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	Function name
	f_IMS_MTCallSetup_NR5GC_A_5_1a_Step1_10

	Reason for change
	In f_IMS_MTCallSetup_NR5GC_A_5_1a_Step1_10 function, requirement to include 100rel tag in 180 Ringing will be set, when it is not specified to be mandatory in TS 34.229-5 Annex A.5.1a.

	Summary of change
	Removed input parameter to check for 100rel tag at 180 Ringing message.

	TTCN module
	IMS\NR5GC_7\IMS_NR5GC_CallControlTestcases.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_IMS_MTCallSetup_NR5GC_A_5_1a_Step1_10(template (omit) SessionExpires p_SessionExpires := omit,
                                                   template (omit) Allow p_Allow := omit,
                                                   OptionTag_List p_OptionTagsForSupported := tsc_OptionTagList_Invite_C11) runs on IMS_PTC return IMS_InviteRequestWithSdp_Type
  { /* @sic R5-231489: use of f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp, f_IMS_MTCallSetup_NR5GC_A_5_1x_Step2_7 sic@ */
    /* @sic R5-231494, R5-231496, R5-231497: step 1 - 10 only sic@ */
    var template (value) SDP_Message v_SdpOffer;
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    // step 1:                  INVITE
    v_SdpOffer := f_IMS_BuildSDP_InitialOfferAudio_TX(tsc_IMS_SDP_AudioCodecList_EVS_WBAMR_AMR, EVS_A2, tsc_SDP_WithPreconditions);
    v_InviteRequestWithSdp := f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp(v_SdpOffer, p_SessionExpires, p_Allow, p_OptionTagsForSupported);
    IMS_Client.send(cas_IMS_Invite_Request(v_InviteRequestWithSdp.RoutingInfo, v_InviteRequestWithSdp.Invite));

    // step 2 - 7:              100 Trying, 183 Session Progress, PRACK, 200 OK, UPDATE, 200 OK
    f_IMS_MTCallSetup_NR5GC_A_5_1x_Step2_7(v_InviteRequestWithSdp, EVS_16000, EVS_A2);

    // Step 8 - 10:             180 Ringing, PRACK (conditional), 200 OK (conditional)
    f_IMS_MTCallSetup_Receive180Ringing(v_InviteRequestWithSdp, tsc_OptionTagList_100rel, tsc_SDP_WithPreconditions);

    return v_InviteRequestWithSdp;
  }
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_IMS_MTCallSetup_NR5GC_A_5_1a_Step1_10(template (omit) SessionExpires p_SessionExpires := omit,
                                                   template (omit) Allow p_Allow := omit,
                                                   OptionTag_List p_OptionTagsForSupported := tsc_OptionTagList_Invite_C11) runs on IMS_PTC return IMS_InviteRequestWithSdp_Type
  { /* @sic R5-231489: use of f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp, f_IMS_MTCallSetup_NR5GC_A_5_1x_Step2_7 sic@ */
    /* @sic R5-231494, R5-231496, R5-231497: step 1 - 10 only sic@ */
    var template (value) SDP_Message v_SdpOffer;
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    // step 1:                  INVITE
    v_SdpOffer := f_IMS_BuildSDP_InitialOfferAudio_TX(tsc_IMS_SDP_AudioCodecList_EVS_WBAMR_AMR, EVS_A2, tsc_SDP_WithPreconditions);
    v_InviteRequestWithSdp := f_IMS_MTCallSetup_BuildInviteRequestWithSpecificSdp(v_SdpOffer, p_SessionExpires, p_Allow, p_OptionTagsForSupported);
    IMS_Client.send(cas_IMS_Invite_Request(v_InviteRequestWithSdp.RoutingInfo, v_InviteRequestWithSdp.Invite));

    // step 2 - 7:              100 Trying, 183 Session Progress, PRACK, 200 OK, UPDATE, 200 OK
    f_IMS_MTCallSetup_NR5GC_A_5_1x_Step2_7(v_InviteRequestWithSdp, EVS_16000, EVS_A2);

    // Step 8 - 10:             180 Ringing, PRACK (conditional), 200 OK (conditional) 
    f_IMS_MTCallSetup_Receive180Ringing(v_InviteRequestWithSdp, -, tsc_SDP_WithPreconditions);

    return v_InviteRequestWithSdp;
  }
<<SKIPPED CODE>>



