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1 [bookmark: _Toc122434485][bookmark: _Toc133483549]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc133483550]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc133483551]Change 1
	Function name
	fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody

	Reason for change
	As per Table 8.2.2.6.1.3.3-1, 4, and 8, in RRCConnectionReconfiguration at step 1, 4 and 7 shall have nr-Config-r15 as Not present.
The current implement is not inline with prose.

	Summary of change
	Updated TTCN to have nr-Config-r15 as Not present

	TTCN module
	RRCReconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	



Before Change
	  function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {

......... 
.........

    f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(v_DRBId)};
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (omit,
                                                                                                   v_NR_RBConfig,
                                                                                                   v_Security_Params.SK_Counter); // @sic R5-195339 sic@

    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell(eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    
    // @siclog "Steps 3a1 - 3a2" siclog@
    if (not pc_IP_Ping) {
      f_EUTRA_CloseUE_TestLoopModeB (eutra_Cell1, '00'O); // with no delay
    }
    
    // @siclog "Steps 4 - 5 " siclog@
    // Modify MCG DRB to NR PDCP
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,
                                                                                         -, -,
                                                                                         {tsc_DRB8},
                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, omit, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); //@sic R5-198930, R5202627, R5-204439 sic@
    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) };
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (omit,
                                                                                                   v_NR_RBConfig,
                                                                                                   v_Security_Params.SK_Counter);
    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell( eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList,
                                          -, // p_NR_PDCP_HO
                                          -, // p_Drb_ToReleaseList
                                          -, // p_DRB_ToAddModList
                                          v_RadioResourceConfigDedicated);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5"); // @sic R5s210612 sic@
    
    // @siclog "Step 6" siclog@
    // Test data on MCG DRB
    f_EUTRA_CheckDataPath(eutra_Cell1, NR_PDCP, dedicatedBearer, "Step 6", v_RbId_DRB);
    
    // @siclog "Steps 7 - 8" siclog@
    // Modify MCG DRB back to EUTRA PDCP
    // Now change security algorithms back to previously stored LTE values
    f_EUTRA_AS_CipheringAlgorithm_Set(v_EUTRA_CipheringAlg);
    f_EUTRA_AS_IntegrityAlgorithm_Set(v_EUTRA_IntegrityAlg);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,
                                                                                         -, -,
                                                                                         {v_DRBId},
                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, cs_508_PDCP_Config_DRB_AM, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); // @sic R5s200650, R5-204439 sic@
    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithEUTRAPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) }; //@sic R5s190554 change 4.22, R5s201435 sic@
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_NR_Config_Setup (omit,
                                                                                                   v_NR_RBConfig,
                                                                                                   v_Security_Params.SK_Counter);
    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell( eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList,
                                          true, // p_NR_PDCP_HO
                                          -, // p_Drb_ToReleaseList
                                          -, // p_DRB_ToAddModList
                                          v_RadioResourceConfigDedicated);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");
    
    
......... 
......... 
}
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After Change
	  function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {

......... 
.........

    f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_ConfigDrbSS := {cs_OneDRB_ConfigAM(v_DRBId)};
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_Common(omit,
                                                                                         v_Security_Params.SK_Counter,
                                                                                         v_NR_RBConfig);

    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell(eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");
    
    // @siclog "Steps 3a1 - 3a2" siclog@
    if (not pc_IP_Ping) {
      f_EUTRA_CloseUE_TestLoopModeB (eutra_Cell1, '00'O); // with no delay
    }
    
    // @siclog "Steps 4 - 5 " siclog@
    // Modify MCG DRB to NR PDCP
    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,
                                                                                         -, -,
                                                                                         {tsc_DRB8},
                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, omit, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); //@sic R5-198930, R5202627, R5-204439 sic@
    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithNRPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) };
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_Common(omit,
                                                                                         v_Security_Params.SK_Counter,
                                                                                         v_NR_RBConfig);

    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell( eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList,
                                          -, // p_NR_PDCP_HO
                                          -, // p_Drb_ToReleaseList
                                          -, // p_DRB_ToAddModList
                                          v_RadioResourceConfigDedicated);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 5"); // @sic R5s210612 sic@
    
    // @siclog "Step 6" siclog@
    // Test data on MCG DRB
    f_EUTRA_CheckDataPath(eutra_Cell1, NR_PDCP, dedicatedBearer, "Step 6", v_RbId_DRB);
    
    // @siclog "Steps 7 - 8" siclog@
    // Modify MCG DRB back to EUTRA PDCP
    // Now change security algorithms back to previously stored LTE values
    f_EUTRA_AS_CipheringAlgorithm_Set(v_EUTRA_CipheringAlg);
    f_EUTRA_AS_IntegrityAlgorithm_Set(v_EUTRA_IntegrityAlg);

    f_EUTRA_NR_SendCoOrd (NR, cms_EUTRA_NR_Trigger);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
    v_RadioResourceConfigDedicated := f_Generate_cs_508_RadioResourceConfigDedicated_HO (eutra_Cell1,
                                                                                         -, -,
                                                                                         {v_DRBId},
                                                                                         {cds_508_DRB_ToAddMod_Common(v_DRBId, cs_508_PDCP_Config_DRB_AM, cs_508_RLC_Config_DRB_AM, cs_508_LogicalChannelConfig_DRB_AM)}); // @sic R5s200650, R5-204439 sic@
    v_ConfigDrbSS := { cs_RadioBearer_Reconfig_DRBwithEUTRAPDCPonEUTRA(v_DRBId, cs_RLC_Configuration_AM, cs_MAC_Configuration_AM) }; //@sic R5s190554 change 4.22, R5s201435 sic@
 
    v_RRCConnectionReconfiguration_v890_IEs := f_EUTRA38_508_BuildRRCConnReconfig_Common(omit,
                                                                                         v_Security_Params.SK_Counter,
                                                                                         v_NR_RBConfig);

    v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); // @sic R5s200650 sic@
    f_EUTRA_508RRC_IntraLTE_HO_IntraCell( eutra_Cell1,
                                          cs_TimingInfo_EUTRA_NB (v_Timing),
                                          v_ConfigDrbSS,
                                          -, // tsc_C_RNTI_Def2,
                                          -, // p_MeasConfig
                                          -, // p_Dsr_TransMax  := n4,
                                          v_RRCConnectionReconfiguration_v890_IEs,
                                          v_SrbList,
                                          true, // p_NR_PDCP_HO
                                          -, // p_Drb_ToReleaseList
                                          -, // p_DRB_ToAddModList
                                          v_RadioResourceConfigDedicated);  // @sic R5s200650 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");
    

......... 
......... 
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