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	Reason for change:
	In the current TTCN implementation of the function f_TC_8_2_2_6_1_ENDC_NR : 
The preamble is done with MCG_Only , so no bearers are established at NR side.

Further in the function , fl_TC_8_2_2_6_1_ENDC_NR_TestBody , f_ENDC_GetKeysActivateSecurity(nr_Cell1, EUTRA) is called which in turn calls 
f_NR_RRC_CipherActTime_GetCurrent --> 
f_NR_SS_PdcpCount_Get --> and it results in empty v_SecurityActTimeList due to No NR bearers established; this is resulting in run time issue.

so it is proposed to remove the function call f_ENDC_GetKeysActivateSecurity from NR test body and the counterpart f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys from EUTRA side .

for MCG_Only Preamble cases, this function call is not required. 

	
	

	Summary of change:
	Removed the function calls f_ENDC_GetKeysActivateSecurity from NR test body and the counterpart f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys from EUTRA side .

	
	

	Consequences if not approved:
	Calling f_ENDC_GetKeysActivateSecurity from the NR test body results in runtime issue as there are no NR beares established at this time.
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2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc134703794]Corrections required
2.1 [bookmark: _Toc134703795]Correction to the function fl_TC_8_2_2_6_1_ENDC_NR_TestBody
	Template name
	fl_TC_8_2_2_6_1_ENDC_NR_TestBody

	Reason for change
	In the current TTCN implementation of the function f_TC_8_2_2_6_1_ENDC_NR : 
The preamble is done with MCG_Only , so no bearers are established at NR side.

Further in the function , fl_TC_8_2_2_6_1_ENDC_NR_TestBody , f_ENDC_GetKeysActivateSecurity(nr_Cell1, EUTRA) is called which inturn calls 
f_NR_RRC_CipherActTime_GetCurrent --> 
f_NR_SS_PdcpCount_Get --> and it results in empty v_SecurityActTimeList due to No NR bearers established; this is result in run time issue.

so it is proposed to remove the function call f_ENDC_GetKeysActivateSecurity from NR test body.

for MCG_Only Preamble cases, this function call is not required

	Summary of change
	Removed the function call f_ENDC_GetKeysActivateSecurity from NR test body

	TTCN module
	ttcn/develop/ENDC/8_2_2/RRCReconfig_ENDC_NR.ttcn

	MCC160 Comment
	



    
Before Change:
	  function fl_TC_8_2_2_6_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC
  {
    var DRB_Identity v_DrbId := tsc_NR_DRB8;    // EUTRA38_DRB
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var template (value) SRB_ToAddModList v_SRB_ToAddModList;

    // @siclog "Step 1" siclog@
    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertCiphAlg2Bitstring(f_NR_AS_CipheringAlgorithm_Get())), "NR Ciphering Alg"));
    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertIntAlg2Bitstring(f_NR_AS_IntegrityAlgorithm_Get())), "NR Integrity Alg"));
    v_SRB_ToAddModList := {
      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB1),  // @sic R5-202574 sic@
      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB2)
    };

    f_ENDC_GetKeysActivateSecurity(nr_Cell1, EUTRA);  // @sic R5s200650 sic@

    << SKIPPED CODE >>

  }

	



After Change:
	    function fl_TC_8_2_2_6_1_ENDC_NR_TestBody() runs on ENDC_NR_PTC
  {
    var DRB_Identity v_DrbId := tsc_NR_DRB8;    // EUTRA38_DRB
    var template (value) RadioBearerConfig v_RadioBearerConfig;
    var template (value) SRB_ToAddModList v_SRB_ToAddModList;

    // @siclog "Step 1" siclog@
    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertCiphAlg2Bitstring(f_NR_AS_CipheringAlgorithm_Get())), "NR Ciphering Alg"));
    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (bit2oct(f_NR_ConvertIntAlg2Bitstring(f_NR_AS_IntegrityAlgorithm_Get())), "NR Integrity Alg"));
    v_SRB_ToAddModList := {
      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB1),  // @sic R5-202574 sic@
      cs_NR_SRB_ToAddMod_ReestablishPDCP(tsc_SRB2)
    };

    //f_ENDC_GetKeysActivateSecurity(nr_Cell1, EUTRA);  // @sic R5s200650 sic@ //WA#WI=1095629
   
     << SKIPPED CODE >>

}


2.2 [bookmark: _Toc134703796]Correction to the function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody
	Template name
	fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody

	Reason for change
	Due to change in section 1.1, f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys from EUTRA side has to be removed 


	Summary of change
	Removed the function call f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys from EUTRA side.

	TTCN module
	ttcn/develop/ENDC/8_2_2/RRCReconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	



    
Before Change:
	  function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {
    << SKIPPED CODE >>

    v_SrbList := {
        cds_SRB1_Config_NRPDCP,
        cds_SRB2_Config_NRPDCP
    };

    f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR);  // @sic R5s200650, R5s201070 sic@
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");

    << SKIPPED CODE >>

  }

	



After Change:
	function fl_TC_8_2_2_6_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  {
    << SKIPPED CODE >>

    v_SrbList := {
        cds_SRB1_Config_NRPDCP,
        cds_SRB2_Config_NRPDCP
    };

    //f_EUTRA38_ENDC_InitiateAndSendS_gNBKeys(NR);  // @sic R5s200650, R5s201070 sic@ //WA#WI=1095629
    v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");   
     
    << SKIPPED CODE >>

}



