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1. [bookmark: _Toc130894366]Corrections required
1.1 [bookmark: _Toc130894367]Correction to the Template cads_NR_UplinkBWP_ConfigCommon_REQ
	Template name
	cads_NR_UplinkBWP_ConfigCommon_REQ

	Reason for change
	initialization of InitialBWP_RedCap is missing which is resulting in run time issue

	Summary of change
	InitialBWP_RedCap is initialized

	TTCN module
	NR_CellCfg_Templates.ttcn

	MCC160 Comment
	



    
Before Change:
	  template (value) NR_SYSTEM_CTRL_REQ cads_NR_UplinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    //@sic R5s190360_r1 R5s200549 R5s210396 sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common   := omit,
            Downlink := omit,
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              },
              SupplementaryUplink     := omit,
              TimingAdvance           := omit,
              PUSCH_ServingCellConfig := omit,
              PUSCH_ServingCellConfigSUL := omit
            }
          }
        }
      }
    }
  };



After Change:
	    template (value) NR_SYSTEM_CTRL_REQ cads_NR_UplinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    //@sic R5s190360_r1 R5s200549 R5s210396 sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common   := omit,
            Downlink := omit,
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List,
                    InitialBWP_RedCap := omit //WA#
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              },
              SupplementaryUplink     := omit,
              TimingAdvance           := omit,
              PUSCH_ServingCellConfig := omit,
              PUSCH_ServingCellConfigSUL := omit
            }
          }
        }
      }
    }
  };


1.2 [bookmark: _Toc130894368]Correction to the Template cads_NR_DownlinkBWP_ConfigCommon_REQ
	Template name
	cads_NR_DownlinkBWP_ConfigCommon_REQ

	Reason for change
	initialization of InitialBWP_RedCap is missing which is resulting in run time issue

	Summary of change
	InitialBWP_RedCap is initialized

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



    
Before Change:
	   template (value) NR_SYSTEM_CTRL_REQ cads_NR_DownlinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_DownlinkBWP_List_Type p_NR_DownlinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    //@sic R5s210263 R5s221197 added omit IEs sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
             Common := omit,
             Downlink := {
                  FrequencyInfoDL       := omit,
                  SSPbchBlock           := omit,
                  PdschCellLevelConfig  := omit,
                  BWPs := {
                      ActiveBWP := tsc_NR_BWP_Id,
                      BwpArray := p_NR_DownlinkBWP_List
                  },
                  CsiConfig             := omit
             },
             Uplink := omit
          }
        }
      }
    }
  };  



After Change:
	   template (value) NR_SYSTEM_CTRL_REQ cads_NR_DownlinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_DownlinkBWP_List_Type p_NR_DownlinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (ENDC, NR5GC) */
    //@sic R5s210263 R5s221197 added omit IEs sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
             Common := omit,
             Downlink := {
                  FrequencyInfoDL       := omit,
                  SSPbchBlock           := omit,
                  PdschCellLevelConfig  := omit,
                  BWPs := {
                      ActiveBWP := tsc_NR_BWP_Id,
                      BwpArray := p_NR_DownlinkBWP_List,
                      InitialBWP_RedCap := omit //WA#
                  },
                  CsiConfig             := omit
             },
             Uplink := omit
          }
        }
      }
    }
  };


1.3 [bookmark: _Toc130894369]Correction to the Template cads_NR_UL_DL_BWP_ConfigCommon_REQ
	Template name
	cads_NR_UL_DL_BWP_ConfigCommon_REQ

	Reason for change
	initialization of InitialBWP_RedCap is missing which is resulting in run time issue

	Summary of change
	InitialBWP_RedCap is initialized

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



    
Before Change:
	   template (value) NR_SYSTEM_CTRL_REQ cads_NR_UL_DL_BWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_DownlinkBWP_List_Type p_NR_DownlinkBWP_List_Type,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status     */
    //@sic R5s210263 added omit IEs sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common := omit,
            Downlink:= {
              BWPs := {
                ActiveBWP := omit,
                BwpArray  := p_NR_DownlinkBWP_List_Type
              }
            },
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              }
            }
          }
        }
      }
    }
  };



After Change:
	   template (value) NR_SYSTEM_CTRL_REQ cads_NR_UL_DL_BWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_DownlinkBWP_List_Type p_NR_DownlinkBWP_List_Type,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status     */
    //@sic R5s210263 added omit IEs sic@
    Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common := omit,
            Downlink:= {
              BWPs := {
                ActiveBWP := omit,
                BwpArray  := p_NR_DownlinkBWP_List_Type,
                InitialBWP_RedCap := omit //WA#
              }
            },
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List,
                    InitialBWP_RedCap := omit //WA#
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              }
            }
          }
        }
      }
    }
  };


1.4 [bookmark: _Toc130894370]Correction to the Template cads_NR_Common_UplinkBWP_ConfigCommon_REQ
	Template name
	cads_NR_Common_UplinkBWP_ConfigCommon_REQ

	Reason for change
	initialization of InitialBWP_RedCap is missing which is resulting in run time issue

	Summary of change
	InitialBWP_RedCap is initialized

	TTCN module
	MAC_TC_Common_NR.ttcn

	MCC160 Comment
	



    

Before Change:
	template (value) NR_SYSTEM_CTRL_REQ cads_NR_Common_UplinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List,
                                                                         template (value) TDD_UL_DL_ConfigCommon p_TDD_UL_DL_ConfigCommon) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (NR5GC) */
  //@sic R5s211670 sic@
     Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common   := {
              PhysicalCellId := omit,
              DuplexMode := {
                TDD:= {
                  Config := {
                    Common :={
                      R15 := p_TDD_UL_DL_ConfigCommon
                    },
                    Dedicated := omit
        }
      }
    }
            },
            Downlink := omit,
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              },
              SupplementaryUplink     := omit,
              TimingAdvance           := omit,
              PUSCH_ServingCellConfig := omit,
              PUSCH_ServingCellConfigSUL := omit
            }
          }
        }
      }
    }
  };



After Change:
	template (value) NR_SYSTEM_CTRL_REQ cads_NR_Common_UplinkBWP_ConfigCommon_REQ(NR_CellId_Type  p_NR_CellId,
                                                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                                                         template (value) NR_UplinkBWP_List_Type p_NR_UplinkBWP_List,
                                                                         template (value) TDD_UL_DL_ConfigCommon p_TDD_UL_DL_ConfigCommon) modifies cas_NR_CellConfigAllOmit_REQ :=
  { /* @status    APPROVED (NR5GC) */
  //@sic R5s211670 sic@
     Request := {
      Cell := {
        AddOrReconfigure := {
          PhysicalLayer := {
            Common   := {
              PhysicalCellId := omit,
              DuplexMode := {
                TDD:= {
                  Config := {
                    Common :={
                      R15 := p_TDD_UL_DL_ConfigCommon
                    },
                    Dedicated := omit
        }
      }
    }
            },
            Downlink := omit,
            Uplink := {
              Uplink := {
                Config:= {
                  FrequencyInfoUL := omit,
                  BWPs := {
                    ActiveBWP := omit,
                    BwpArray := p_NR_UplinkBWP_List,
                    InitialBWP_RedCap := omit //WA#
                  },
                  RACH_ConfigDedicated := omit,
                  SI_RequestConfig := omit
                }
              },
              SupplementaryUplink     := omit,
              TimingAdvance           := omit,
              PUSCH_ServingCellConfig := omit,
              PUSCH_ServingCellConfigSUL := omit
            }
          }
        }
      }
    }
  };



