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	Reason for change:
	During this test case the category information returned from this function is passed into f_ConfigureDLGrant_MaxULTBSupported_7172() and f_EUTRA_GetMaxULSCH_TB_Bits_Per_TTI(). This gives an error for category 1bis devices because these functions only allow integer category values.

	
	

	Summary of change:
	Update the function to return “1” instead of “oneBis” for category 1bis device.

	
	

	Consequences if not approved:
	This test case will not execute correctly with a category 1bis UE
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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required
1.1 [bookmark: _Toc122605392][bookmark: _Toc126242287][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Change 1
	Function name
	f_EUTRA_MobileInfo_GetUECapability_UECategory_UL()

	Reason for change
	During this test case the category information returned from this function is passed into f_ConfigureDLGrant_MaxULTBSupported_7172() and f_EUTRA_GetMaxULSCH_TB_Bits_Per_TTI(). This gives an error for category 1bis devices because these functions only allow integer category values.

	Summary of change
	Update the function to return “1” instead of “oneBis” for category 1bis device.

Note : This is done because there doesn’t seem to be any function that requires to handle cateogries 1 and 1bis separately. Alternative solution is to convert “onebis” to “1” in the test case 7.1.7.2.x itself or add the conversion inside f_ConfigureDLGrant_MaxULTBSupported_7172() and f_EUTRA_GetMaxULSCH_TB_Bits_Per_TTI() as is already done in f_EUTRA_GetMaxDLSCH_TB_Bits_Per_TTI().

	TTCN module
	EUTRA_CellInfo.ttcn

	MCC160 Comment
	



Before Change:
	  
function f_EUTRA_MobileInfo_GetUECapability_UECategory_UL() runs on EUTRA_PTC return charstring
  { /* @sic R5-167569: handle CAT M1 return charstring sic@ */
    var charstring v_UE_Cat := int2str(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.ue_Category);
    //@sic R5s170303 int2char -> int2str sic@
    //ue-Category-v1020
    if (isvalue(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_Category_v1020)) {
      v_UE_Cat := int2str(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_Category_v1020);
    }
……………………………………
     
    //ue_CategoryUL_v1350  @sic R5-182907 R5-182909 sic@
    if (isvalue(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_CategoryUL_v1350)) {
      if (vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_CategoryUL_v1350 == oneBis) {
        v_UE_Cat := "oneBis";
      }
    }
    return v_UE_Cat;
}



After Change:
	  
  function f_EUTRA_MobileInfo_GetUECapability_UECategory_UL() runs on EUTRA_PTC return charstring
  { /* @sic R5-167569: handle CAT M1 return charstring sic@ */
    var charstring v_UE_Cat := int2str(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.ue_Category);
    //@sic R5s170303 int2char -> int2str sic@
    //ue-Category-v1020
    if (isvalue(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_Category_v1020)) {
      v_UE_Cat := int2str(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_Category_v1020);
    }
……………………………………
     
    //ue_CategoryUL_v1350  @sic R5-182907 R5-182909 sic@
    if (isvalue(vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_CategoryUL_v1350)) {
      if (vc_EUTRA_Global.MobileInfo.EUTRA_Capability.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.nonCriticalExtension.ue_CategoryUL_v1350 == oneBis) {
        v_UE_Cat := "1";
      }
    }
    return v_UE_Cat;
}



 
