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	Reason for change:
	If the UE performs IMS registration during preamble, the IMS PTC will not be ready for a new IMS registration when UE is switched on again at step1


	
	

	Summary of change:
	Use function f_NR5GC_SwitchOnAndResetIMS() instead of f_UT_SwitchOnUE(UT) at step 1

	
	

	Consequences if not approved:
	A conformant UE supporting IMS can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required

1. [bookmark: _Toc90365846][bookmark: _Toc100157611][bookmark: _Toc135043105][bookmark: _Toc93417461][bookmark: _Toc122434496][bookmark: _Toc295288973][bookmark: _Toc325725668][bookmark: _Toc532983740][bookmark: _Toc96525798]Correction to function fl_TC_9_1_9_1_Body
	Function name
	fl_TC_9_1_9_1_Body()

	Reason for change
	If the UE performs IMS registration during preamble, the IMS PTC will not be ready for a new IMS registration when UE is switched on again at step1


	Summary of change
	Use function f_NR5GC_SwitchOnAndResetIMS() instead of f_UT_SwitchOnUE(UT) at step 1


	TTCN module
	RACS_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	function fl_TC_9_1_9_1_Body() runs on NR5GC_PTC
{
var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
var template (value) NG_MobileIdentity v_GUTIToSend;
var NG_NAS_GutiParameters_Type v_GutiParams;
var NAS_PlmnId v_PLMN;
var TrackingAreaCode v_TAC;
var template (value) NG_TrackingAreaIdList v_TAIList;

//@siclog "Step 1" siclog@
f_UT_SwitchOnUE(UT);

//@siclog "Step 2" siclog@
//Check: Does the UE transmit REGISTRATION REQUEST message including the UE radio capability ID 1?
<<Skipped code>>

	




After Change:
	function fl_TC_9_1_9_1_Body() runs on NR5GC_PTC
{
var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
var NR_CellId_Type v_NGC_NASCellB := f_NR5GC_MapNASCell(ngc_CellB, NG_AllCellsOnSamePLMN);
var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
var template (value) NG_MobileIdentity v_GUTIToSend;
var NG_NAS_GutiParameters_Type v_GutiParams;
var NAS_PlmnId v_PLMN;
var TrackingAreaCode v_TAC;
var template (value) NG_TrackingAreaIdList v_TAIList;

//@siclog "Step 1" siclog@
f_NR5GC_SwitchOnAndResetIMS();

//@siclog "Step 2" siclog@
//Check: Does the UE transmit REGISTRATION REQUEST message including the UE radio capability ID 1?
<<Skipped code>>




