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	Reason for change:
	The function f_NR_PDCP_Init() is currently taking the default value of DRB ID (DRB 2) which may not exist if the UE has established only IMS PDU session

	
	

	Summary of change:
	Pass the variable v_DRBId into the function f_NR_PDCP_Init() so a valid DRB ID is used for testing.
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	A conformant UE supporting IMS can fail this test case
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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk12 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required

[bookmark: _Toc93417461][bookmark: _Toc122434496][bookmark: _Toc295288973][bookmark: _Toc325725668][bookmark: _Toc532983740][bookmark: _Toc96525798]2.1 Change 1
	Function name
	f_TC_7_1_3_4_1_NR5GC() 

	Reason for change
	The function f_NR_PDCP_Init() is currently taking the default value of DRB ID (DRB 2) which may not exist if the UE has established only IMS PDU session

	Summary of change
	Passing the variable v_DRBId into the function f_NR_PDCP_Init() so a valid DRB ID is used for testing.

	TTCN module
	PDCP_NR5GC.ttcn.

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_3_4_1_NR5GC() runs on NR5GC_PTC
  { //PDCP handover / Non-lossless handover / PDCP sequence number maintenance
    //PDCP Status Report to convey the information on missing or acknowledged PDCP SDUs at handover/
    //In order deliveryy and duplicate elimination in the downlink
    var NR_PDCP_SS_State_Type v_NR_PDCP_State;
    var template (value) DRB_ToAddMod v_DRB_ToAddMod;
    var template (value) NR_RadioBearer_Type v_SS_Drb_Config;
    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;
    var RLC_Config.am.ul_AM_RLC.t_PollRetransmit  v_T_PollRetransmit := ms150; //@sic R5-201219 sic@
    var DRB_Identity v_DRBId;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;//@sic R5s200690 sic@
    var DL_t_Reassembly_Type v_T_Reassembly;

……………………….

    //Initialize PDCP Parameters
    f_NR_PDCP_Init (v_NR_PDCP_State, f_NR_38508_SetPDCP_SN_Size());  // @sic R5-227518 sic@
    f_NR_TestBody_Set(true);
    fl_TC_7_1_3_4_1_NR5GC_TestBody(v_NR_PDCP_State);
    f_NR_TestBody_Set(false);
    
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    
    //Postamble
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
    f_NR_ReleaseAllCells();
  }






After Change:
	  function f_TC_7_1_3_4_1_NR5GC() runs on NR5GC_PTC
  { //PDCP handover / Non-lossless handover / PDCP sequence number maintenance
    //PDCP Status Report to convey the information on missing or acknowledged PDCP SDUs at handover/
    //In order deliveryy and duplicate elimination in the downlink
    var NR_PDCP_SS_State_Type v_NR_PDCP_State;
    var template (value) DRB_ToAddMod v_DRB_ToAddMod;
    var template (value) NR_RadioBearer_Type v_SS_Drb_Config;
    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;
    var RLC_Config.am.ul_AM_RLC.t_PollRetransmit  v_T_PollRetransmit := ms150; //@sic R5-201219 sic@
    var DRB_Identity v_DRBId;
    var template (value) MAC_CellGroupConfig v_MAC_CellGroupConfig;//@sic R5s200690 sic@
    var DL_t_Reassembly_Type v_T_Reassembly;

…………………………..

    //Initialize PDCP Parameters
    f_NR_PDCP_Init (v_NR_PDCP_State, f_NR_38508_SetPDCP_SN_Size(),v_DRBId);  @sic R5-227518 sic@
    f_NR_TestBody_Set(true);
    fl_TC_7_1_3_4_1_NR5GC_TestBody(v_NR_PDCP_State);
    f_NR_TestBody_Set(false);
    
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    
    //Postamble
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
    f_NR_ReleaseAllCells();
  }




