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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk24 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required

1.1 [bookmark: _Toc107494143]Change 1
	Function name
	fl_TC_11_4_6_NR5GC_TestBody()

	Reason for change
	Wrong step number passed into function fl_EmergencyCallAndRelease() for preliminary pass verdict

	Summary of change
	Correct step number

	TTCN module
	Emergency_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	    function fl_TC_11_4_6_NR5GC_TestBody() runs on NR5GC_PTC
  {
    // @sic R5s210770 sic@
    var TrackingAreaCode v_TAC_cell11 := f_NR_CellInfo_GetTAC (nr_Cell11);
    var NAS_PlmnId v_PLMN_cell11 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell11));
    var template (value) ServiceAreaIdList v_ServiceAreaIdList := cs_NG_ServiceAreaIdList(v_PLMN_cell11, {bit2oct(v_TAC_cell11)});

    //@siclog "Steps 1" siclog@
    // NR Cell 11 as "Serving cell", NR Cell 1/2 as "Non-Suitable "Off" cell"
    f_NR_SetCellPower (nr_Cell11, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_SetCellPower (nr_Cell1, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);

    //@siclog "Steps 2" siclog@
    // Check: Does in the next 5 sec the UE transmit an RRCSetupRequest message?
    f_NR5GC_MobilityRegistration(nr_Cell11, -, -, -, -, -, -, v_ServiceAreaIdList); // @sic R5s210635 R5s210770 sic@
    f_IP_ChangeNrCell(IP, nr_Cell11);        // @sic R5s210635 sic@


    //@siclog "Steps 3 - 7" siclog@
    fl_EmergencyCallAndRelease(nr_Cell11, px_EmergencyCallNumber, "Step 2");

    //@siclog "Steps 8" siclog@
    // Make the UE attempt an IMS none-emergency call.
    f_UT_RequestIMSCall(UT);

    //@siclog "Steps 9" siclog@
    // Check: Does the UE transmit in the next 10 sec an RRCSetupRequest message?
    f_NR_CheckNoRRCSetupReq(nr_Cell11, 10.0);

  }




After Change:
	    function fl_TC_11_4_6_NR5GC_TestBody() runs on NR5GC_PTC
  {
    // @sic R5s210770 sic@
    var TrackingAreaCode v_TAC_cell11 := f_NR_CellInfo_GetTAC (nr_Cell11);
    var NAS_PlmnId v_PLMN_cell11 := f_NR_Asn2Nas_PlmnId(f_NR_CellInfo_GetPLMN (nr_Cell11));
    var template (value) ServiceAreaIdList v_ServiceAreaIdList := cs_NG_ServiceAreaIdList(v_PLMN_cell11, {bit2oct(v_TAC_cell11)});

    //@siclog "Steps 1" siclog@
    // NR Cell 11 as "Serving cell", NR Cell 1/2 as "Non-Suitable "Off" cell"
    f_NR_SetCellPower (nr_Cell11, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);
    f_NR_SetCellPower (nr_Cell1, tsc_NR_NonSuitableOffCellSSS_EPRE, tsc_NR_NonSuitableOffCellSSS_EPRE);

    //@siclog "Steps 2" siclog@
    // Check: Does in the next 5 sec the UE transmit an RRCSetupRequest message?
    f_NR5GC_MobilityRegistration(nr_Cell11, -, -, -, -, -, -, v_ServiceAreaIdList); // @sic R5s210635 R5s210770 sic@
    f_IP_ChangeNrCell(IP, nr_Cell11);        // @sic R5s210635 sic@


    //@siclog "Steps 3 - 7" siclog@
    fl_EmergencyCallAndRelease(nr_Cell11, px_EmergencyCallNumber, "Step 4");

    //@siclog "Steps 8" siclog@
    // Make the UE attempt an IMS none-emergency call.
    f_UT_RequestIMSCall(UT);

    //@siclog "Steps 9" siclog@
    // Check: Does the UE transmit in the next 10 sec an RRCSetupRequest message?
    f_NR_CheckNoRRCSetupReq(nr_Cell11, 10.0);

  }




