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1 [bookmark: _Toc122434485][bookmark: _Toc143164135]Overview
This document lists all the essential changes needed to correct problems in the iwd-TTCN3-B2022-09_D23wk24 related to the title of this CR.
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2 [bookmark: _Toc143164136]Corrections required
2.1 [bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc143164137]Function f_TC_7_1_1_1_16_NR5GC
	Function name
	function f_TC_7_1_1_1_16_NR5GC

	Reason for change
	1. In order to avoid BSR timer related issues due to UE capability being too long it is proposed to update the BSR time after the preamble (see R5s210862)

	Summary of change
	1. Moved f_NR_CellInfo_SetMAC_CellGroupConfigL2() after    f_NR5GC_Preamble().

	TTCN module
	.. 7_1_1\MAC_R16_R17_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	   function f_TC_7_1_1_1_16_NR5GC() runs on NR5GC_PTC
  {
    /* Random access procedure / RedCap UE identification / Msg3-based / CCCH1 */
    f_NR5GC_Init(NR_1);                                                 // Init Cell parameters
    
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1);
    f_NR_CellConfig_Def(nr_Cell1);                                      // Create and configure NR cell 1
    f_NR5GC_Preamble(nr_Cell1, STATE_INACTIVE_2A);
    f_NR_TestBody_Set(true);
    f_TC_7_1_1_1_16_NR_TestBody();
    f_NR_TestBody_Set(false);
    
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  };  




After Change:
	   function f_TC_7_1_1_1_16_NR5GC() runs on NR5GC_PTC
  {
    /* Random access procedure / RedCap UE identification / Msg3-based / CCCH1 */
    f_NR5GC_Init(NR_1);                                                 // Init Cell parameters
    
    f_NR_CellConfig_Def(nr_Cell1);                                      // Create and configure NR cell 1
    f_NR5GC_Preamble(nr_Cell1, STATE_INACTIVE_2A);
    f_NR_CellInfo_SetMAC_CellGroupConfigL2(nr_Cell1); //WA#WI=1184168
    f_NR_TestBody_Set(true);
    f_TC_7_1_1_1_16_NR_TestBody();
    f_NR_TestBody_Set(false);
    
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
  };  



2.2 [bookmark: _Toc143164138]Function f_NR_38508_SetPDCP_SN_Size
	Function name
	function f_NR_38508_SetPDCP_SN_Size

	Reason for change
	1. Current TTCN implementation doesn’t consider a Redcap UE capable of supporting 18 bit pdcp SN based on longSN-RedCap-r17 UE capability support indication. This change is needed in addition to CR R5s230639 changes.

	Summary of change
	1. Added pc_longSN support in addition to pc_supportOfRedCap_r17 for enabling 18 bit PDCP SN support for a Redcap UE.

	TTCN module
	.. ..\Common\Common4G5G\NR_PDCP_Templates.ttcn

	MCC160 Comment
	



Before Change:
	function f_NR_38508_SetPDCP_SN_Size() return NR_PDCP_SN_Size_Type
  {
    if ( f_GetTestcaseAttrib_ENDC(testcasename()) or not(pc_supportOfRedCap_r17)) {   return PDCP_SNLength18; 
    } else {  return PDCP_SNLength12;  }
  };



After Change:
	function f_NR_38508_SetPDCP_SN_Size() return NR_PDCP_SN_Size_Type
  {
    if ( f_GetTestcaseAttrib_ENDC(testcasename()) or not(pc_supportOfRedCap_r17) or (pc_supportOfRedCap_r17 and pc_longSN)) {   return PDCP_SNLength18; //WA#WI=1184168
    } else {  return PDCP_SNLength12;  }
  }; 



