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1. [bookmark: _Toc116370563]Changes required to ASN.1 messages
[bookmark: _Toc116370564]ASN.1 Baseline Moving – TS 37.355
LPP_PDU_Definitions ASN.1 module
The tables below list the new IEs included in TS 37.355-h50 and their impact on the existing TTCN code.

2.1.1.1	Non-critical extensions with extension marker (ellipsis)
	ANS.1 type affected
	New fields
	Impact on TTCN

	PRS-ProcessingCapabilityPerBand-r16.maxNumOfDL-PRS-ResProcessedPerSlot-r16
	scs15-v1690
scs30-v1690
scs60-v1690
scs120-v1690
	No impact

	PRS-ProcessingCapabilityPerBand-r16
	prs-MeasurementWithoutMG-r17
	No impact

	SRS-CapabilityPerBand-r16
	posSRS-SP-RRC-Inactive-InInitialUL-BWP-r17
	No impact

	NR-DL-TDOA-ProvideCapabilities-r16
	posMeasGapSupport-r17
	No impact

	NR-DL-AoD-ProvideCapabilities-r16
	posMeasGapSupport-r17
	No impact

	NR-Multi-RTT-ProvideCapabilities-r16
	posMeasGapSupport-r17
	No impact



2.1.1.2	New value in ENUMERATED type
	ANS.1 type affected
	New values
	Impact on TTCN

	NR-DL-PRS-ResourcesCapability-r16. maxNrOfTRP-AcrossFreqs-r16
	n24-v1690
	No impact



2.1.1.3	Typo corrections and name changes
	ANS.1 type affected
	New values
	Impact on TTCN

	AdditionalInformation. mayReturnAditionalInformation
	mayReturnAdditionalInformation
	No impact

	PosSRS-RRC-Inactive-InInitialUL-BWP-r17.maxNumOfPeriodicAndSemiPeristentSRSposResources-r17
	maxNumOfPeriodicAndSemiPersistentSRSposResources-r17
	No impact

	PosSRS-RRC-Inactive-InInitialUL-BWP-r17. maxNumOfPeriodicAndSemiPeristentSRSposResourcesPerSlot-r17
	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot-r17
	No impact

	PosSRS-RRC-Inactive-InInitialUL-BWP-r17.maxNumOfSemiPeristentSRSposResources-r17
	dummy1
	No impact

	PosSRS-RRC-Inactive-InInitialUL-BWP-r17.maxNumOfSemiPersistentSRSposResourcesPerSlot-r17
	dummy2
	No impact

	PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17. maxSRSposBandwidthForEachSCS-withinCC-FR1-r17		ENUMERATED { bw5, bw10, bw15, bw20, bw25, bw30, bw35, bw40, bw45, bw50, bw60, bw70, bw80, bw90, bw100 }
	ENUMERATED { mhz5, mhz10, mhz15, mhz20, mhz25, mhz30, mhz35, mhz40, mhz45, mhz50, mhz60, mhz70, 
mhz80, mhz90, mhz100 }
	No impact

	PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17. maxSRSposBandwidthForEachSCS-withinCC-FR2-r17    ENUMERATED { bw50, bw100, bw200, bw400}
	ENUMERATED { mhz50, mhz100, mhz200, mhz400}
	No impact

	PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17. maxNumOfPeriodicAndSemiPeristentSRSposResources-r17
	maxNumOfPeriodicAndSemiPersistentSRSposResources-r17
	No impact

	PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17. maxNumOfPeriodicAndSemiPeristentSRSposResourcesPerSlot-r17
	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot-r17
	No impact

	NR-DL-TDOA-ReportConfig-r16.maxDL-PRS-RSTD-MeasurementsPerTRPPair-r16
	maxDL-PRS-RSTD-MeasurementsPerTRP-Pair-r16
	No impact

	NR-DL-AoD-ProvideCapabilities-r16. nr-DL-PRS-BeamInfoSup-r17
	dl-PRS-ResourcePrioritySubset-Sup-r17
	No impact

	NR-DL-AoD-ProvideCapabilities-r16. dl-PRS-ResourcePrioritySubset-Sup-r17
	nr-DL-PRS-BeamInfoSup-r17
	No impact

	NR-DL-AoD-MeasurementCapability-r16.maxDL-PRS-RSRP-MeasurementFR1-r17
	maxDL-PRS-RSRP-MeasurementFR1-v1730
	No impact

	NR-DL-AoD-MeasurementCapability-r16. maxDL-PRS-RSRP-MeasurementFR2-r17
	maxDL-PRS-RSRP-MeasurementFR2-v1730
	No impact



LPP_Broadcast_Definitions ASN.1 module
No impact. No changes are included in TS 37.355-h50 compared with the current baseline.

[bookmark: _Toc116370565]2.2	ASN.1 Baseline Moving - OMA-TS-LPPe
No impact. ASN.1 remains as in OMA-TS-LPPe-V1_0-20200630-D.

