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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc146611367]Corrections required
1.1 [bookmark: _Toc146611368]Change 1
	Function name
	f_TC_7_1_1_8_1_NR_CommonTestBody

	Reason for change
	According to TS 38.213 sec 12: For unpaired spectrum operation, a DL BWP from the set of configured DL BWPs with index provided by BWP-Id is linked with an UL BWP from the set of configured UL BWPs with index provided by BWP-Id when the DL BWP index and the UL BWP index are same. For unpaired spectrum operation, a UE does not expect to receive a configuration where the center frequency for a DL BWP is different than the center frequency for an UL BWP when the BWP-Id of the DL BWP is same as the BWP-Id of the UL BWP. 

Hence, before Step 9, the local end configuration cannot be switched only for DL BWP

The same reason as highlighted above holds true for the local end configuration before Step 11A where only the UL is switched.

The same reason as highlighted above holds true for the lcoal end configuration after Step 22A

	Summary of change
	1. Both the DL and UL BWP configuration is switched before Step 9. 

2. The configuration to switch only the UL before Step 11A is removed as having a configuration to switch both DL and UL would cause the PDCCH Order not to be transmitted to the UE at Step 12.

3. Both the DL and UL BWP configuration is switched after Step 22A before the start of the Postamble.

	TTCN module
	MAC_BWP_Common_NR.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_1_8_1_NR_CommonTestBody(NR_CellId_Type p_NR_CellId,
                                            DRB_Identity p_DrbId,
                                            template (value) NR_ResourceAllocation_Type p_ResourceAllocationUL) runs on NR_BASE_PTC
  { //@sic R5-213459 R5-227417 sic@

    <<SKIPPED CODE>>

     //@sic R5s230220 change 9.2 sic@
    if (v_BWP_SameNumerology_upto4) {  //@sic R5-2134599 sic@
        f_NR_SS_ConfigureBWPs_DL(p_NR_CellId, -, tsc_NR_BWP_Id_2);
    } else {
        f_NR_SS_ConfigureBWPs_DL(p_NR_CellId, -, tsc_NR_BWP_Id_Initial);
    }

    // @siclog "Step 9" siclog@
    v_TimingInfoDL := f_TC_7_1_1_8_1_NR_GetNextSendOccasion_DL(p_NR_CellId, 300);
    v_RLC_SDU1 := fl_TC_7_1_1_8_1_SendData(p_NR_CellId, p_DrbId, cs_TimingInfo_NR(v_TimingInfoDL), v_SN);

    <<SKIPPED CODE>>

    //@sic R5-2134599  R5s230634 sic@
    if (v_BWP_SameNumerology_upto4) {
        v_BWP_Id_PDCCH_Order := tsc_NR_BWP_Id_3;
    } else {
        v_BWP_Id_PDCCH_Order := tsc_NR_BWP_Id_1;
    }
    f_NR_SS_ConfigureBWPs_UL(p_NR_CellId, -, tsc_NR_BWP_Id_Initial);      // Configure UL BWP to receive data at step 13D

    <<SKIPPED CODE>>

    // @siclog "Steps 22-22A" siclog@
    fl_TC_7_1_1_8_1_ReceiveData(p_NR_CellId, p_DrbId, {v_RLC_SDU1}, true, v_SN); //@sic R5-231578 R5s230220 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 22");

    if (v_BWP_SameNumerology_upto4 ) {
        f_NR_SS_ConfigureBWPs_DL(p_NR_CellId, -, tsc_NR_BWP_Id_2);
    } else {
        f_NR_SS_ConfigureBWPs_DL(p_NR_CellId, -, tsc_NR_BWP_Id_Initial);
    }
  }




After Change:
	function f_TC_7_1_1_8_1_NR_CommonTestBody(NR_CellId_Type p_NR_CellId,
                                            DRB_Identity p_DrbId,
                                            template (value) NR_ResourceAllocation_Type p_ResourceAllocationUL) runs on NR_BASE_PTC
  { //@sic R5-213459 R5-227417 sic@

    <<SKIPPED CODE>>

    //@sic R5s230220 change 9.2 sic@
    if (v_BWP_SameNumerology_upto4) {  //@sic R5-2134599 sic@
        f_NR_SS_ConfigureBWPs(p_NR_CellId, -,tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2); //WA#
    } else {
        f_NR_SS_ConfigureBWPs(p_NR_CellId, -, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial); //WA#

    }

    // @siclog "Step 9" siclog@
    v_TimingInfoDL := f_TC_7_1_1_8_1_NR_GetNextSendOccasion_DL(p_NR_CellId, 300);
    v_RLC_SDU1 := fl_TC_7_1_1_8_1_SendData(p_NR_CellId, p_DrbId, cs_TimingInfo_NR(v_TimingInfoDL), v_SN);

    <<SKIPPED CODE>>

    //@sic R5-2134599  R5s230634 sic@
    if (v_BWP_SameNumerology_upto4) {
        v_BWP_Id_PDCCH_Order := tsc_NR_BWP_Id_3;
    } else {
        v_BWP_Id_PDCCH_Order := tsc_NR_BWP_Id_1;
    }

    // REMOVED f_NR_SS_ConfigureBWPs_UL(p_NR_CellId, -, tsc_NR_BWP_Id_Initial);      // Configure UL BWP to receive data at step 13D WA#

    <<SKIPPED CODE>>

    // @siclog "Steps 22-22A" siclog@
    fl_TC_7_1_1_8_1_ReceiveData(p_NR_CellId, p_DrbId, {v_RLC_SDU1}, true, v_SN); //@sic R5-231578 R5s230220 sic@
    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 22");

    if (v_BWP_SameNumerology_upto4 ) {
        f_NR_SS_ConfigureBWPs(p_NR_CellId, -, tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2, tsc_NR_BWP_Id_2); WA#
    } else {
        f_NR_SS_ConfigureBWPs(p_NR_CellId, -, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial, tsc_NR_BWP_Id_Initial); WA#
    }
  }



