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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc146622036]Corrections required
1. [bookmark: _Toc146622037]New function f_IsMimeWithXMLRequired
	[bookmark: _Hlk146622030]Function name
	f_IsMimeWithXMLRequired

	Reason for change
	At the moment criteria to check to expect a MIME message in INVITE message body, test case to be run must be an emergency (with geolocaiton) or an eCall test case. This is valid but we can find an exception with USSD test cases wich also require MIME with an xml message body.

	Summary of change
	Added a function to support the check of MIME contents when USSD test cases are run.

	TTCN module
	\Common\IMS\IMS_Procedures_CallControl4G5G.ttcn

	MCC160 Comment
	



New Function:
	  function f_IsMimeWithXMLRequired(template (present) MessageHeader p_MessageHeader_Invite) return boolean     
  {       
   var boolean v_MimeWithXML := false;   
       
   if (ispresent (p_MessageHeader_Invite.recvInfo.infoPackageList)) {        
       v_MimeWithXML := valueof (p_MessageHeader_Invite.recvInfo.infoPackageList[0].infoPackageName) =="g.3gpp.ussd" ;
   } else if( ispresent(p_MessageHeader_Invite.geolocation) ) {        
       v_MimeWithXML := true;
   }; 
   
   return v_MimeWithXML; 
  }

	


1. [bookmark: _Toc146622038]Correction to function f_IMS_INVITE_ReceiveRequest_A_2_1_Optional
	Function name
	f_IMS_INVITE_ReceiveRequest_A_2_1_Optional

	Reason for change
	At the moment criteria to check to expect a MIME message in INVITE message body, test case to be run must be an emergency (with geolocaiton) or an eCall test case. This is valid but we can find an exception with USSD test cases wich also require MIME with an xml message body.

	Summary of change
	Added a function to support the check of MIME contents when USSD test cases are run.

	TTCN module
	\Common\IMS\IMS_Procedures_CallControl4G5G.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_IMS_INVITE_ReceiveRequest_A_2_1_Optional(INVITE_A_2_1_Context_Type p_Context,
                                                      template (present) SipUrl p_ExpectedCalleeUri,
                                                      template (present) MessageHeader p_MessageHeader_Invite,
                                                      template (omit) float p_WaitDuration := omit,
                                                      boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */
                                                      boolean p_A11 := false,
                                                      boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,
                                                      boolean p_OriginatingIdentificationRestriction := false)
    runs on IMS_PTC return template (omit) IMS_DATA_REQ
  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */
    /* @sic R5-133276, R5-133301 Cleanup of functions for MO Call Setup sic@ */
    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */
    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */
    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */
    /* @sic R5s150180: p_A10 removed sic@ */
    /* @sic R5s150177 change 9, R5s150204: p_OtherCalleeUri changed to "template SipUrl p_OtherCalleeUri"; NOTE: p_OtherCalleeUri shall either omit or "template (present)" (but not e.g. "*") sic@ */
    /* @sic R5s150846: p_A8 := false per default sic@ */
    /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */
    /* @sic R5s170305: p_A9 := pc_IMS_SessionIdSupported per default sic@ */
    /* @sic R5-174544: SessionId removed sic@ */
    /* @sic R5s190882: p_AdditionalOptionTagsForSupported removed sic@ */
    /* @sic R5s220485: p_A8 removed sic@ */
    var template (omit) IMS_DATA_REQ v_IMS_DATA_REQ;
    var boolean v_MimeWithXML := ispresent(p_MessageHeader_Invite.geolocation);/* @sic R5s230480 sic@ NOTE: there is no Geolocation without PIDF body part and no PIDF body part without Geolocation and the Geolcation addresses the PIDF body part within the MIME body */
    var boolean v_MimeWithBinaryData := ispresent(p_MessageHeader_Invite.callInfo);   /* @sic R5s230480 sic@ NOTE: there is no Call-Info without MSD and no MSD without Call-Info and Call-Info addresses the MSD body part within the MIME body */
    var template (present) MessageBody v_MessageBody := f_SIP_MessageBodyWithSDP_RX(v_MimeWithXML, v_MimeWithBinaryData);  /* @sic R5w140112 sic@ @sic R5s210009: v_UseMIME instead of p_A8 sic@ @sic R5s230480: v_MimeWithXML, v_MimeWithBinaryData instead of v_UseMIME sic@ */
    var boolean v_IsReInvite := (p_Context == A_2_1_A5);
    var boolean v_IsEmergencyCallWithoutRegistration := (p_Context == A_2_1_A6);

    v_IMS_DATA_REQ := f_IMS_INVITE_ReceiveRequest_Optional(p_ExpectedCalleeUri, p_MessageHeader_Invite, v_MessageBody, p_WaitDuration, v_IsReInvite, v_IsEmergencyCallWithoutRegistration);    // @sic R5s190882 sic@
    if (isvalue(v_IMS_DATA_REQ)) {
      f_IMS_A_2_1_Invite_CommonChecks(valueof(v_IMS_DATA_REQ), p_Context, p_A3, p_A11, p_SrvccAlertingSupported, p_OriginatingIdentificationRestriction);  /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */
    }
    return v_IMS_DATA_REQ;
  }
<<SKIPPED CODE>>

	



After Change:
	<<SKIPPED CODE>>
  function f_IMS_INVITE_ReceiveRequest_A_2_1_Optional(INVITE_A_2_1_Context_Type p_Context,
                                                      template (present) SipUrl p_ExpectedCalleeUri,
                                                      template (present) MessageHeader p_MessageHeader_Invite,
                                                      template (omit) float p_WaitDuration := omit,
                                                      boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */
                                                      boolean p_A11 := false,
                                                      boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,
                                                      boolean p_OriginatingIdentificationRestriction := false)
    runs on IMS_PTC return template (omit) IMS_DATA_REQ
  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */
    /* @sic R5-133276, R5-133301 Cleanup of functions for MO Call Setup sic@ */
    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */
    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */
    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */
    /* @sic R5s150180: p_A10 removed sic@ */
    /* @sic R5s150177 change 9, R5s150204: p_OtherCalleeUri changed to "template SipUrl p_OtherCalleeUri"; NOTE: p_OtherCalleeUri shall either omit or "template (present)" (but not e.g. "*") sic@ */
    /* @sic R5s150846: p_A8 := false per default sic@ */
    /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */
    /* @sic R5s170305: p_A9 := pc_IMS_SessionIdSupported per default sic@ */
    /* @sic R5-174544: SessionId removed sic@ */
    /* @sic R5s190882: p_AdditionalOptionTagsForSupported removed sic@ */
    /* @sic R5s220485: p_A8 removed sic@ */
    var template (omit) IMS_DATA_REQ v_IMS_DATA_REQ;
    var boolean v_MimeWithXML := f_IsMimeWithXMLRequired(p_MessageHeader_Invite); /* @sic R5s230480 sic@ NOTE: there is no Geolocation without PIDF body part and no PIDF body part without Geolocation and the Geolcation addresses the PIDF body part within the MIME body */
    var boolean v_MimeWithBinaryData := ispresent(p_MessageHeader_Invite.callInfo);   /* @sic R5s230480 sic@ NOTE: there is no Call-Info without MSD and no MSD without Call-Info and Call-Info addresses the MSD body part within the MIME body */
    var template (present) MessageBody v_MessageBody := f_SIP_MessageBodyWithSDP_RX(v_MimeWithXML, v_MimeWithBinaryData);  /* @sic R5w140112 sic@ @sic R5s210009: v_UseMIME instead of p_A8 sic@ @sic R5s230480: v_MimeWithXML, v_MimeWithBinaryData instead of v_UseMIME sic@ */
    var boolean v_IsReInvite := (p_Context == A_2_1_A5);
    var boolean v_IsEmergencyCallWithoutRegistration := (p_Context == A_2_1_A6);

    v_IMS_DATA_REQ := f_IMS_INVITE_ReceiveRequest_Optional(p_ExpectedCalleeUri, p_MessageHeader_Invite, v_MessageBody, p_WaitDuration, v_IsReInvite, v_IsEmergencyCallWithoutRegistration);    // @sic R5s190882 sic@
    if (isvalue(v_IMS_DATA_REQ)) {
      f_IMS_A_2_1_Invite_CommonChecks(valueof(v_IMS_DATA_REQ), p_Context, p_A3, p_A11, p_SrvccAlertingSupported, p_OriginatingIdentificationRestriction);  /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */
    }
    return v_IMS_DATA_REQ;
[bookmark: _GoBack]  }
<<SKIPPED CODE>>

	




