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	Reason for change:
	In step 10 when handling different possibilities in altstep, one of the curly brackets is misplaced for the case when RRC message is not yet received. In curret implementation the v_RRC_MsgRcvd would never get updated to TRUE because its update is enclosed in the condition where decoding of ReconfigurationCOmplete doesn’t match and would fail the test case anyway.

	
	

	Summary of change:
	The closing curly bracket for decoding mismatch is moved right after the “FatalError” so it doesn’t include update of the v_RRC_MsgRcvd and the eventual “repeat” on the next line. 

	
	

	Consequences if not approved:
	For certain UE behaviour in step 10 the test can fail conformant UE.
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1. [bookmark: _Toc122434485][bookmark: _Toc141170366]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk24 related to the title of this CR.
[bookmark: _Hlk90298041]Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc141170367]Corrections required

1. [bookmark: _Toc136279094][bookmark: _Toc141170368]Change 1
	Function name
	f_TC_7_1_1_3_7_ENDC_NR

	Reason for change
	In step 10 when handling different possibilities in altstep, one of the curly brackets is misplaced for the case when RRC message is not yet received. In curret implementation the v_RRC_MsgRcvd would never get updated to TRUE because its update is enclosed in the condition where decoding of ReconfigurationCOmplete doesn’t match and would fail the test case anyway.

	Summary of change
	The closing curly bracket for decoding mismatch is moved right after the “FatalError” so it doesn’t include update of the v_RRC_MsgRcvd and the eventual “repeat” on the next line.

	TTCN module
	ENDC\7_1_1\MAC_ENDC_NR.ttcn

	MCC160 Comment
	



Before Change:
	  function f_TC_7_1_1_3_7_ENDC_NR() runs on ENDC_NR_PTC
  {
…
  //@siclog "Steps 10" siclog@
  alt {
        [not v_RRC_MsgRcvd] EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg
        {
            f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");
            v_OctetData := v_ReceivedMsg.OctetData.Data;
            v_EncodedComplete := oct2bit(v_OctetData);
           v_Result := decvalue(v_EncodedComplete, v_Complete);
         if (v_Result != 0 or not match (v_Complete, cr_38508_RRCReconfigurationCompleteIE)) {
       FatalError(__FILE__, __LINE__, "Decoding error Step 11");

            v_RRC_MsgRcvd := true;
            if(not v_PHR_Rcvd){ repeat;}
        } //misplaced bracket
        }
        [not v_PHR_Rcvd]SYSIND.receive(car_NR_SYSTEM_MultiEntryPHR_IND(nr_Cell1, cr_NR_MAC_CE_MultiEntryPHR(?)))->value v_NR_SYSTEM_IND
        {
            f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 10");
            v_TimingInfo1 := v_NR_SYSTEM_IND.Common.TimingInfo.SubFrame;
            v_PHR_Rcvd := true;
            if(not v_RRC_MsgRcvd){ repeat;}
        }
        [] t_Watchdog.timeout //@sic R5s220484 sic@
        {
          if(not v_PHR_Rcvd) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 3: TP1 failed, UE didn't send PHR after phr-PeriodicTimer is configured in UE ");
          }
        }
    };
  //@sic R5s210883 sic@
   v_TimingInfo2 := f_SubFrameTiming_AddMilliSeconds(v_TimingInfo1, 200);
  // @siclog "Step 13" siclog@





After Change:
	  function f_TC_7_1_1_3_7_ENDC_NR() runs on ENDC_NR_PTC
  {
…
  //@siclog "Steps 10" siclog@
  alt {
        [not v_RRC_MsgRcvd] EUTRA.receive(cmr_EUTRA_NR_OctetData( "Complete")) -> value v_ReceivedMsg
        {
            f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 11");
            v_OctetData := v_ReceivedMsg.OctetData.Data;
            v_EncodedComplete := oct2bit(v_OctetData);
           v_Result := decvalue(v_EncodedComplete, v_Complete);
         if (v_Result != 0 or not match (v_Complete, cr_38508_RRCReconfigurationCompleteIE)) {
       FatalError(__FILE__, __LINE__, "Decoding error Step 11");


        } //correctly closed here
            v_RRC_MsgRcvd := true;
            if(not v_PHR_Rcvd){ repeat;}
        }

        [not v_PHR_Rcvd]SYSIND.receive(car_NR_SYSTEM_MultiEntryPHR_IND(nr_Cell1, cr_NR_MAC_CE_MultiEntryPHR(?)))->value v_NR_SYSTEM_IND
        {
            f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 10");
            v_TimingInfo1 := v_NR_SYSTEM_IND.Common.TimingInfo.SubFrame;
            v_PHR_Rcvd := true;
            if(not v_RRC_MsgRcvd){ repeat;}
        }
        [] t_Watchdog.timeout //@sic R5s220484 sic@
        {
          if(not v_PHR_Rcvd) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 3: TP1 failed, UE didn't send PHR after phr-PeriodicTimer is configured in UE ");
          }
        }
    };
  //@sic R5s210883 sic@
   v_TimingInfo2 := f_SubFrameTiming_AddMilliSeconds(v_TimingInfo1, 200);
  // @siclog "Step 13" siclog@



