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1. [bookmark: _Toc146026294]Corrections required
1.1 [bookmark: _Toc146026295]Correction to function f_EUTRA38_508_ENDC_RbEst_Steps3_10
	Function name
	f_EUTRA38_508_ENDC_RbEst_Steps3_10

	Reason for change
	1. In current TTCN implementation of function f_EUTRA38_508_ENDC_RbEst_Steps3_10 based, v_DrbConfigList is not having an entry with cs_OneDRB_ConfigAM(v_DrbForInternet) when the UserPlaneIntegrity is set to False ( In case of non-UPIP ).            As TTCN is communicating about v_DrbForInternet in the Peer Reconfiguration message to the UE, it is required to configure the same for the Local end NW configuration as well. 

2. TTCN implementation has to also take care of filling v_DrbForInternet configuration in v_DrbConfigList[1] when there is already another DRB Configuration coming in as part of the function call f_EUTRA38_508_ENDC_RbEst_Steps3_10.


	Summary of change
	1. Initialized v_DrbConfigList in f_EUTRA38_508_ENDC_RbEst_Steps3_10 when UserPlaneIntegrity is set to False.

2. Populated v_DrbConfigList[1] when there is already another DRB Configuration coming in as part of the function call f_EUTRA38_508_ENDC_RbEst_Steps3_10.


	TTCN module
	ENDC/Common_EUTRA/EUTRA38_ENDC_CommonProcedures.ttcn

	MCC160 Comment
	



    
Before Change:
	    function f_EUTRA38_508_ENDC_RbEst_Steps3_10(EUTRA_CellId_Type p_CellId,
                                              template (omit) octetstring p_SCGConfig,
                                              template (omit) octetstring p_RBConfig,
                                              template (omit) P_Max p_MaxEUTRA,
                                              template (omit)  NAS_MSG_RequestList_Type p_NAS_MsgList,
                                              template (omit) RadioBearerList_Type p_DrbConfigList,
                                              template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated,
                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                              template (omit) octetstring p_RBConfig2 := omit,
                                              template NAS_UL_Message_Type p_ULNASMsg := omit,
                                              ENDC_DRB_Configuration_Type p_DRB_Type := MCG_SCG,
                                              boolean p_UserPlaneIntegrity := false) runs on EUTRA_5GS_PTC
  {
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var NAS_MSG_Indication_Type v_NasInd;
    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;
    var integer v_SK_Counter;
    var DRB_Identity v_DrbForInternet := f_EUTRA_NB_EpsBearerAssociatedDRB(tsc_EpsDefaultBearerId2ndPDN);
    var template (omit) RadioBearerList_Type v_DrbConfigList := p_DrbConfigList;
    
    v_NasInd := f_EUTRA38_508_ENDC_RbEst_Steps3_5(p_CellId);
    
    if (p_UserPlaneIntegrity) {  // @sic R5-235451 sic@
      if (not isvalue(p_DrbConfigList)) { // if a specific DRB config hasn't been included
        // need to configure UPIP
        v_DrbConfigList := {cs_RadioBearer_Reconfig_DRBonEUTRAwithUPIP(v_DrbForInternet)};
      }
    }
    
    /* step 6-7 of procedure in 36.508 cl. 4.5.3.3 */
    v_AuthParams := f_EUTRA38_RRC_ActivateSecurity(p_CellId, v_AuthParams, v_NasInd.SecurityProtection.NasCount, v_DrbConfigList, p_UserPlaneIntegrity); // @sic R5s190476, R5-235451 sic@
     
<< SKIPPED CODE >>



After Change:

	    function f_EUTRA38_508_ENDC_RbEst_Steps3_10(EUTRA_CellId_Type p_CellId,
                                              template (omit) octetstring p_SCGConfig,
                                              template (omit) octetstring p_RBConfig,
                                              template (omit) P_Max p_MaxEUTRA,
                                              template (omit)  NAS_MSG_RequestList_Type p_NAS_MsgList,
                                              template (omit) RadioBearerList_Type p_DrbConfigList,
                                              template (omit) RadioResourceConfigDedicated  p_RadioResourceConfigDedicated,
                                              template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now,
                                              template (omit) octetstring p_RBConfig2 := omit,
                                              template NAS_UL_Message_Type p_ULNASMsg := omit,
                                              ENDC_DRB_Configuration_Type p_DRB_Type := MCG_SCG,
                                              boolean p_UserPlaneIntegrity := false) runs on EUTRA_5GS_PTC
  {
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var NAS_MSG_Indication_Type v_NasInd;
    var EUTRA_SecurityParams_Type v_AuthParams := f_EUTRA_Security_Get();
    var EUTRA38_SecurityParamsExtd_Type v_Security_Params;
    var integer v_SK_Counter;
    var DRB_Identity v_DrbForInternet := f_EUTRA_NB_EpsBearerAssociatedDRB(tsc_EpsDefaultBearerId2ndPDN);
    var template (omit) RadioBearerList_Type v_DrbConfigList := p_DrbConfigList;
    
    v_NasInd := f_EUTRA38_508_ENDC_RbEst_Steps3_5(p_CellId);
    
       
    if (not isvalue(p_DrbConfigList))
    {
        if (p_UserPlaneIntegrity) { // if a specific DRB config hasn't been included
            // need to configure UPIP
            v_DrbConfigList := {cs_RadioBearer_Reconfig_DRBonEUTRAwithUPIP(v_DrbForInternet)};
        }
        else
        {
            v_DrbConfigList := {cs_OneDRB_ConfigAM(v_DrbForInternet)}; 
        }        
    }
    else 
    {
        if (p_UserPlaneIntegrity) { // if a specific DRB config hasn't been included
            // need to configure UPIP
            v_DrbConfigList[1] := cs_RadioBearer_Reconfig_DRBonEUTRAwithUPIP(v_DrbForInternet);
        }
        else
        {
            v_DrbConfigList[1] := cs_OneDRB_ConfigAM(v_DrbForInternet); 
        }        
    }    

    /* step 6-7 of procedure in 36.508 cl. 4.5.3.3 */
    v_AuthParams := f_EUTRA38_RRC_ActivateSecurity(p_CellId, v_AuthParams, v_NasInd.SecurityProtection.NasCount, v_DrbConfigList, p_UserPlaneIntegrity); // @sic R5s190476, R5-235451 sic@s  }    

<< SKIPPED CODE >>



