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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc152010130]Corrections required

[bookmark: _Toc152010131]2.1 Change 1
	Function name
	fl_TC_10_2_2_1_ENDC_EUTRA_TestBody

	Reason for change
	In the current TTCN implementation, at Step 9, in the Modify EPS Bearer Context REQ, the IEI for TFT is not being set correctly.

This needs to be addressed.

	Summary of change
	Called t_WaitTime.stop after receiving the De-registration REQ at Step 10a3a1.
Please see below

	TTCN module
	ESM_ENDC_EUTRA.ttcn



 Before Change:

	<<SKIPPED CODE>>
//Create the Modify EPS Bearer Context REQ to be sent at Step 9 according to Table 10.2.2.1.3.3-4 in 38.523-1
    v_ModifyEPSBearerCxtReq := cs_ModifyEPSBearerCxtReq_AllParams(tsc_EpsDedicatedBearerId,
                                                                  v_EpsPti,
                                                                  cds_508_EPS_QoS('5B'O, '00000001'B),// @sic R5-197006 sic@ // @sic R5s191073 sic@
                                                                  f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId),
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  f_Get_508_PFI(),
                                                                  cs_APN_AMBR,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  cs_Extd_APN_AMBR,
                                                                  cs_Extd_EPS_QOS ('00010000'B)); //@sic R5s190323 sic@ //@sic R5s190702 sic@
    // @siclog "Steps 9" siclog@
    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,
                                 cs_TimingInfo_Now,
                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                v_ModifyEPSBearerCxtReq)));
<<SKIPPED CODE>>
	



After Change:
	<<SKIPPED CODE>>
//Create the Modify EPS Bearer Context REQ to be sent at Step 9 according to Table 10.2.2.1.3.3-4 in 38.523-1
    v_ModifyEPSBearerCxtReq := cs_ModifyEPSBearerCxtReq_AllParams(tsc_EpsDedicatedBearerId,
                                                                  v_EpsPti,
                                                                  cds_508_EPS_QoS('5B'O, '00000001'B),// @sic R5-197006 sic@ // @sic R5s191073 sic@
                                                                  f_EUTRA_Get_508_TrafficFlowTemplate(6, tsc_EpsDedicatedBearerId),
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  f_Get_508_PFI(),
                                                                  cs_APN_AMBR,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  omit,
                                                                  cs_Extd_APN_AMBR,
                                                                  cs_Extd_EPS_QOS ('00010000'B)); //@sic R5s190323 sic@ //@sic R5s190702 sic@
    
    v_ModifyEPSBearerCxtReq.mODIFY_EPS_BEARER_CONTEXT_REQUEST.tft.iei := '36'O; //WA#10_2_2_1
    // @siclog "Steps 9" siclog@
    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,
                                 cs_TimingInfo_Now,
                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                v_ModifyEPSBearerCxtReq)));
<<SKIPPED CODE>>




