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1 [bookmark: _Toc122434485][bookmark: _Toc162349047]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D24wk12 related to the title of this CR.
Contact:  Bhise Parikshit
parikshit.bhise@rohde-schwarz.com
2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc162349048]Corrections required
2.1 [bookmark: _Toc106975634][bookmark: _Toc122623878][bookmark: _Toc109680267][bookmark: _Toc162349049][bookmark: _Toc325725665][bookmark: _Toc122434493][bookmark: _Toc295288970]Change 1
	Function name
	function f_TC_7_1_1_6_2_NR_TestBody1

	Reason for change
	For the first two RLC PDUs, the function f_NR_ReturnDefaultPDCP_PDU was should be called which takes care of setting the PDCP SN either to 18 bit or 12 bit based on RedCap Support

	Summary of change
	function f_NR_ReturnDefaultPDCP_PDU is used

	TTCN module
	MAC_SPS_TC_Common_NR.ttcn



Before Change:
	function f_TC_7_1_1_6_2_NR_TestBody1(DRB_Identity p_NR_DRB_Id
                                       ) runs on NR_BASE_PTC
  {

    <<SKIPPED CODE>>

    // @siclog "Step 3" siclog@
    v_EncodedRlcPdu1 := f_NR_RLC_UMD_FullPDU_Encvalue(f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(0, crs_NR_PDCP_SDU_96B)));
    v_EncodedRlcPdu2 := f_NR_RLC_UMD_FullPDU_Encvalue(f_NR_PDCP_PDU_Encvalue(cs_NR_PDCP_PDU_18B(1, crs_NR_PDCP_SDU_96B1)));

    <<SKIPPED CODE>>




After Change:
	function f_TC_7_1_1_6_2_NR_TestBody1(DRB_Identity p_NR_DRB_Id
                                       ) runs on NR_BASE_PTC
  {

    <<SKIPPED CODE>>

    // @siclog "Step 3" siclog@
    //WA#
    v_EncodedRlcPdu1 := f_NR_RLC_UMD_FullPDU_Encvalue(f_NR_PDCP_PDU_Encvalue(f_NR_ReturnDefaultPDCP_PDU(0, crs_NR_PDCP_SDU_96B, 1)));
    v_EncodedRlcPdu2 := f_NR_RLC_UMD_FullPDU_Encvalue(f_NR_PDCP_PDU_Encvalue(f_NR_ReturnDefaultPDCP_PDU(1, crs_NR_PDCP_SDU_96B1,1)));

    <<SKIPPED CODE>>




