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	Reason for change:
(

	Accordng to 24.229 5.4.1.2.2F f) in 200 OK for REGISTER all "saved header field parameters" SHALL be added. Hence if a UE supports SMS-over-IMS the SMS-over-IMS feature tag shall be included

	
	

	Summary of change:
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	Adding the SMS-over-IMS feature tag to the default content of 200  OK for REGISTER.
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	Test case may unfairly fail a conformant UE.
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A.1.3
200 OK for REGISTER

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	200
	
	

	
Reason-Phrase
	
	OK
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in REGISTER message
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec

	
	same value as received in REGISTER message
	
	

	
tag
	
	common to-tag (register)
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in REGISTER message
	
	

	
tag
	
	same value as received in REGISTER message
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in REGISTER message
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in REGISTER message, if Session-ID header field exists in received REGISTER message, otherwise, not present.
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in REGISTER message
	
	

	Contact
	
	
	
	RFC 3261 [15]

draft-ietf-sip-gruu [61]

	
addr-spec
	
	same value as received in REGISTER message
	
	

	
pub-gruu
	A1
	Public GRUU as the SIP URI got from the To header of the REGISTER request, together with the gr parameter with an arbitrary value
	
	

	
temp-gruu
	A1
	Temporary GRUU with an arbitrary value in the user part and the host part matching with the domain of the To header of the REGISTER and gr parameter without any value (temp-gruu parameter missing when A3)
	
	

	
feature-param
	A4
	+g.3gpp.smsip
	
	

	
expires
	
	600
	
	

	P-Associated-URI
	
	order of the parameters in this header must be like in this table 
	
	RFC 3455 [18]

	
addr-spec
	A2
	all the IMPUs within the set of IMPUs on ISIM
	
	

	
addr-spec


	A2


	px_AssociatedTelUri    any arbitrary TEL URI for the user
	
	

	
addr-spec
	A3
	px_EmergencyPublicUserIdentity
	
	

	Service-Route
	
	(header missing when A3)
	
	RFC 3608 [19]

	
addr-spec
	A2
	px_scscf
	
	

	
uri-parameter
	
	lr
	
	

	Path
	
	
	
	RFC 3327 [20]

	
addr-spec
	
	px_pcscf
	
	

	
uri-parameter
	
	lr
	
	

	Service-Server
	
	
	
	draft-dawes-dispatch-mediasec-parameter [116]

	
mediasec
	
	sdes-srtp, if this parameter exists in previous REGISTER message
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	0
	
	


	Condition
	Explanation

	A1
	obtaining and using GRUUs in the Session Initiation Protocol (SIP) (A.4/53 3GPP TS 34.229-2 [5])

	A2
	Response for an non-emergency registration

	A3
	Response for an emergency registration

	A4
	The UE supports SM-over-IP receiver (A.3A/62 3GPP TS 34.229-2 [5])
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