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	Reason for change:
(

	The constant tsc_IMS_AcceptContactValue (=”urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel”) is used in the TTCN to match received SIP fields in two different contexts – as the value of the pPreferredService and pAssertedService headers, or as a generic parameter in the Contact or AcceptContact headers. When received as a generic parameter it will be in the form (e.g) “…;+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel";…”. Here the quotes surrounding the value are part of the received SIP message and should be taken into account when matching the value using template cr_FeatureParamInContactParam.

	 
	

	Summary of change:
(

	Surround tsc_IMS_AcceptContact with quotes when passing to the template cr_FeatureParamInContactParam.
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not approved:
	A UE supporting MTSI may fail checks on received SIP messages
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1.1 Change 1

	Funcion Name
	fl_IMS_Register_ContactAddress_CheckParams()

	Reason for change
	The constant tsc_IMS_AcceptContactValue (=”urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel”) is used in the TTCN to match received SIP fields in two different contexts – as the value of the pPreferredService and pAssertedService headers, or as a generic parameter in the Contact or AcceptContact headers. When received as a generic parameter it will be in the form (e.g) “…;+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel";…”. Here the quotes surrounding the value are part of the received SIP message and should be taken into account when matching the value using template cr_FeatureParamInContactParam.

	Summary of change
	Surround tsc_IMS_AcceptContact with quotes when passing to the template cr_FeatureParamInContactParam.

	Source of change
	IMS_CommonProcedures_Registration.ttcn

	MCC160 Comment
	Accepted in principle


Before:
	  function fl_IMS_Register_ContactAddress_CheckParams(ContactAddress p_ContactAddress,

                                                      boolean p_CondA7 := false,

                                                      boolean p_IMS_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                                      boolean p_IMS_GRUUsInSIP := pc_IMS_GRUUsInSIP,

                                                      boolean p_IMS_SMSoverIMS := tsc_IMS_SMSoverIMS,

                                                      boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC

  { ……………
    // Rel-7 specific, @sic R5-073440 sic@

    if (p_IMS_MTSI) {                                                           // check 'feature-param'

      if (not match(v_ContactParams, cr_FeatureParamInContactParams(tsc_IMS_AcceptContactValue))) { // @sic R5s130109 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'Contact Feature Params'");

      }

    }
….

}


After:
	  function fl_IMS_Register_ContactAddress_CheckParams(ContactAddress p_ContactAddress,

                                                      boolean p_CondA7 := false,

                                                      boolean p_IMS_MTSI := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                                      boolean p_IMS_GRUUsInSIP := pc_IMS_GRUUsInSIP,

                                                      boolean p_IMS_SMSoverIMS := tsc_IMS_SMSoverIMS,

                                                      boolean p_Video := tsc_IMS_VideoFeature) runs on IMS_PTC

  { ……………
    // Rel-7 specific, @sic R5-073440 sic@

    if (p_IMS_MTSI) {                                                           // check 'feature-param'

      if (not match(v_ContactParams, cr_FeatureParamInContactParams(“””” & tsc_IMS_AcceptContactValue & “”””))) { // @sic R5s130109 sic@

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "Invalid params in 'Contact Feature Params'");

      }

    }
….

}


1.2 Change 2

	Funcion Name
	fl_IMS_A_2_1_Invite_CommonChecks

	Reason for change
	The constant tsc_IMS_AcceptContactValue (=”urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel”) is used in the TTCN to match received SIP fields in two different contexts – as the value of the pPreferredService and pAssertedService headers, or as a generic parameter in the Contact or AcceptContact headers. When received as a generic parameter it will be in the form (e.g) “…;+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel";…”. Here the quotes surrounding the value are part of the received SIP message and should be taken into account when matching the value using template cr_FeatureParamInContactParam.

	Summary of change
	Surround tsc_IMS_AcceptContact with quotes when passing to the template cr_FeatureParamInContactParam.

	Source of change
	IMS_CommonProcedures_CallControl.ttcn

	MCC160 Comment
	Accepted in principle
Further similar changes are applied for the Accept-Contact and Contact header in f_IMS_InviteRequest_MessageHeaderTX (acc. to 34.229-1 A.2.9)


Before:
	  function f_IMS_A_2_1_Invite_CommonChecks(IMS_DATA_REQ p_IMS_INVITE_REQ,

                                           INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                           boolean p_A3 := false,

                                           boolean p_A8 := false,

                                           boolean p_A10 := false,

                                           boolean p_A11 := false,

                                           boolean p_A12 := false) runs on IMS_PTC

  ………………
    if (p_A3) {                         // A.1.2 condition A3: MTSI

      if (not match(v_ContactParams, cr_FeatureParamInContactParams(tsc_IMS_AcceptContactValue)) or

          not match(v_AcceptContactParams, cr_FeatureParamInContactParams(tsc_IMS_AcceptContactValue))) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "A.2.1 condition A3: Missing feature-param");

      }

    }

……………..
  }


After:
	function f_IMS_A_2_1_Invite_CommonChecks(IMS_DATA_REQ p_IMS_INVITE_REQ,

                                           INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                           boolean p_A3 := false,

                                           boolean p_A8 := false,

                                           boolean p_A10 := false,

                                           boolean p_A11 := false,

                                           boolean p_A12 := false) runs on IMS_PTC

  ………………
    if (p_A3) {                         // A.1.2 condition A3: MTSI

      if (not match(v_ContactParams, cr_FeatureParamInContactParams(“””” & tsc_IMS_AcceptContactValue & “”””)) or

          not match(v_AcceptContactParams, cr_FeatureParamInContactParams(“””” & tsc_IMS_AcceptContactValue & “”””))) {

        f_IMS_SetVerdictFailOrInconc(__FILE__, __LINE__, "A.2.1 condition A3: Missing feature-param");

      }

    }

……………..
  }
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