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	Reason for change:
	Rel-10 UEs send a sip.instance parameter in the Contact header of different requests. Current coding assumes that the parameter name is c-p-instance. However, the name is sip.instance and the value is the quoted urn built from the IMEI.  


	
	

	Summary of change:
	 Moved the name of the parameter to the proper place

	
	

	Consequences if not approved:
	  UEs sending proper +sip.instance parameters fail
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	Other comments:
	


Change 1 –  cr_CPInstanceInContactParams
	Template name
	cr_CPInstanceInContactParams

	Reason for change
	Rel-10 UEs send a sip.instance parameter in the Contact header of different requests. Current coding assumes that the parameter name is c-p-instance. However, the name is sip.instance and the value is the quoted urn built from the IMEI.  

	Summary of change
	Moved the name of the parameter to the proper place.  

	TTCN module
	Common/IMS/IMS_SIP_Templates

	MCC160 Comment
	


Before change

 template (present) SemicolonParam_List cr_CPInstanceInContactParams :=                                                /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */

    cr_SemicolonParam_List_OneSpecificParamWithValue("c-p-instance", "sip.instance=" & """" & f_SIP_InstanceId() & """");   /* @sic R5s141212 sic@ */     
After change

  template (present) SemicolonParam_List cr_CPInstanceInContactParams :=                                                /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A, LTE_IRAT, POS) */


cr_SemicolonParam_List_OneSpecificParamWithValue("+sip.instance", f_SIP_InstanceId());     
