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Change 1
	Function name
	cr_UeCapabilitiesRAT_Container_r11

	Reason for change
	The extension UE-EUTRA-Capability-v1170-IEs within the UE-EUTRA-Capability is optional according to 36.331 6.3.6. However in the current TTCN implementation this extension is expected even though all the elements inside may be empty.

	Summary of change
	nonCriticalExtension for UE-EUTRA-Capability-v1170-IEs may have a value or can be omitted by the UE so the sub-structure of UE-EUTRA-Capability-v1170-IEs should not be expected.

	TTCN module
	8_5/RRC_OtherFunctions.ttcn


Before change

	template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r11 := // @sic R5s130195 sic@

  { /* @status    APPROVED (LTE) */

    accessStratumRelease := ?,

    ue_Category := ?,

    pdcp_Parameters := ?,

    phyLayerParameters := {

      ue_TxAntennaSelectionSupported := ?,

      ue_SpecificRefSigsSupported := ?

    },

    rf_Parameters := {

      supportedBandListEUTRA := ?

    },

    measParameters := {

      bandListEUTRA := ?

    },

    featureGroupIndicators := f_DeriveFeatrGrpCapFromPics(),

    interRAT_Parameters := {

      utraFDD := *,

      utraTDD128 := *,

      utraTDD384 := *,

      utraTDD768 := *,

      geran := *,

      cdma2000_HRPD := *,

      cdma2000_1xRTT := *

    },

    nonCriticalExtension := {

      phyLayerParameters_v920  := ?,

      interRAT_ParametersGERAN_v920  := ?,

      interRAT_ParametersUTRA_v920  := *,

      interRAT_ParametersCDMA2000_v920 := *,

      deviceType_r9 := *,

      csg_ProximityIndicationParameters_r9 := ?,

      neighCellSI_AcquisitionParameters_r9 := ?,

      son_Parameters_r9  := ?,

      nonCriticalExtension := {

        lateNonCriticalExtension := *,

        nonCriticalExtension  := {

          ue_Category_v1020  := *,

          phyLayerParameters_v1020 := *,

          rf_Parameters_v1020 := *,

          measParameters_v1020 := *,

          featureGroupIndRel10_r10 := *,

          interRAT_ParametersCDMA2000_v1020 := *,

          ue_BasedNetwPerfMeasParameters_r10 := *,

          interRAT_ParametersUTRA_TDD_v1020 := *,

          nonCriticalExtension  := {

            fdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            tdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            rf_Parameters_v1060 := *,

            nonCriticalExtension := {

              rf_Parameters_v1090 := *,

              nonCriticalExtension := {

                pdcp_Parameters_v1130 := ?,

                phyLayerParameters_v1130 := *,

                rf_Parameters_v1130 := ?,

                measParameters_v1130 := ?,

                interRAT_ParametersCDMA2000_v1130 := ?,

                otherParameters_r11 := ?,

                fdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                tdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                nonCriticalExtension := {  // @sic R5-142724 sic@

                  phyLayerParameters_v1170 := *,

                  ue_Category_v1170 := *, // @sic R5s150261 sic@

                  nonCriticalExtension := *
                }

              }

            }

          }

        }

      }

    }

  };


After change

	  template (present) UE_EUTRA_Capability cr_UeCapabilitiesRAT_Container_r11 := // @sic R5s130195 sic@

  { /* @status    APPROVED (LTE) */

    accessStratumRelease := ?,

    ue_Category := ?,

    pdcp_Parameters := ?,

    phyLayerParameters := {

      ue_TxAntennaSelectionSupported := ?,

      ue_SpecificRefSigsSupported := ?

    },

    rf_Parameters := {

      supportedBandListEUTRA := ?

    },

    measParameters := {

      bandListEUTRA := ?

    },

    featureGroupIndicators := f_DeriveFeatrGrpCapFromPics(),

    interRAT_Parameters := {

      utraFDD := *,

      utraTDD128 := *,

      utraTDD384 := *,

      utraTDD768 := *,

      geran := *,

      cdma2000_HRPD := *,

      cdma2000_1xRTT := *

    },

    nonCriticalExtension := {

      phyLayerParameters_v920  := ?,

      interRAT_ParametersGERAN_v920  := ?,

      interRAT_ParametersUTRA_v920  := *,

      interRAT_ParametersCDMA2000_v920 := *,

      deviceType_r9 := *,

      csg_ProximityIndicationParameters_r9 := ?,

      neighCellSI_AcquisitionParameters_r9 := ?,

      son_Parameters_r9  := ?,

      nonCriticalExtension := {

        lateNonCriticalExtension := *,

        nonCriticalExtension  := {

          ue_Category_v1020  := *,

          phyLayerParameters_v1020 := *,

          rf_Parameters_v1020 := *,

          measParameters_v1020 := *,

          featureGroupIndRel10_r10 := *,

          interRAT_ParametersCDMA2000_v1020 := *,

          ue_BasedNetwPerfMeasParameters_r10 := *,

          interRAT_ParametersUTRA_TDD_v1020 := *,

          nonCriticalExtension  := {

            fdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            tdd_Add_UE_EUTRA_Capabilities_v1060 := *,

            rf_Parameters_v1060 := *,

            nonCriticalExtension := {

              rf_Parameters_v1090 := *,

              nonCriticalExtension := {

                pdcp_Parameters_v1130 := ?,

                phyLayerParameters_v1130 := *,

                rf_Parameters_v1130 := ?,

                measParameters_v1130 := ?,

                interRAT_ParametersCDMA2000_v1130 := ?,

                otherParameters_r11 := ?,

                fdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                tdd_Add_UE_EUTRA_Capabilities_v1130 := *,

                nonCriticalExtension := *
                }

              }

            }

          }

        }

      }

    }

  };


